A Mixed OFDM Downlink and Single Carrier Uplink for the 2-11 GHz Licensed Bands

Document Number:
IEEE S802.16a-02/83
Date Submitted:
2002-09-24
Source:
Moshe Ran, MostlyTek Ltd  Voice:+972-8-9263369 Fax:+972-8-9265129  ranmoshe@bezeqint.net
David Falconer, Carleton University  Voice:+1 613 520-5722 Fax:+1 613 520-5727 ddf@see.carleton.ca
Anader Benjamin - Seeyar, AdvantechAMT Inc.  Voice:+(514)420-0045 (ext.207) Anader.Benyamin@AdvantechAMT.com

Base Document:
C802.16a-02/83

Purpose:
Amendment of the current draft to allow a mixed OFDM and SCa compliance of a system with IEEE802.16a for 2-11 GHz licensed bands.

Notice:
This document has been prepared to assist IEEE 802.16. It is offered as a basis for discussion and is not binding on the contributing individual(s) or organization(s). The material in this document is subject to change in form and content after further study. The contributor(s) reserve(s) the right to add, amend or withdraw material contained herein.

Release:
The contributor grants a free, irrevocable license to the IEEE to incorporate material contained in this contribution, and any modifications thereof, in the creation of an IEEE Standards publication; to copyright in the IEEE’s name any IEEE Standards publication even though it may include portions of this contribution; and at the IEEE’s sole discretion to permit others to reproduce in whole or in part the resulting IEEE Standards publication. The contributor also acknowledges and accepts that this contribution may be made public by IEEE 802.16.

IEEE 802.16 Patent Policy:
The contributor is familiar with the IEEE 802.16 Patent Policy and Procedures <http://ieee802.org/16/ipr/patents/policy.html>, including the statement "IEEE standards may include the known use of patent(s), including patent applications, provided the IEEE receives assurance from the patent holder or applicant with respect to patents essential for compliance with both mandatory and optional portions of the standard." Early disclosure to the Working Group of patent information that might be relevant to the standard is essential to reduce the possibility for delays in the development process and increase the likelihood that the draft publication will be approved for publication. Please notify the Chair <mailto:chair@wirelessman.org> as early as possible, in written or electronic form, if patented technology (or technology under patent application) might be incorporated into a draft standard being developed within the IEEE 802.16 Working Group. The Chair will disclose this notification via the IEEE 802.16 web site <http://ieee802.org/16/ipr/patents/notices>.
Motivation

- OFDM – DL and SC- UL provides best of “two worlds” while keeping complexity of implementation minimal at CPE side.
- Keeping the same OFDM and SC-FDE as proposed in P802.16/D5
What do we mean by Mixed Mode?

- Not a new mode…
- Just enabling more flexibility to the draft standard based on its existing OFDM and SC-FDE modes
- Mostly MAC issue - to allow OFDM DL to carry the right configurations for UL SC-FDE
The benefits of Mixed Mode

- **Complexity reduction:** Concentrating most of the signal processing complexity at the base station. The BS has 2 IFFT, 1 FFT while SS 1 FFT only.

- **Simplifying CPE side:** SS Tx is SC, and thus is simple and inherently more efficient than an OFDM system transmitter.

- **Saving PA power at CPE side:** In terms of power consumption, due to the reduced power back-off requirements of the single carrier mode. This will minimize the cost of a subscriber’s power amplifier.
• **OFDM at DL** eliminates multipath based on “transmitter processing” technology, brings the benefits of OFDM powerful coding and multiplexing flexibilities.

• **Improving MAC efficiency**: The uplink TDMA single carrier mode is simple and efficient; short MAC messages can be transmitted in very short-duration bursts, whereas OFDM burst lengths must be multiples of the FFT block length.

• The mixed mode is a step towards interoperable SCa and OFDM systems.

• Mixed modes with DL OFDM and UL SC-FDE are also investigated for air interface of 4G mobile systems [Fal02b].
Addition of
"a system shall comply to the standard if its downstream complies with the OFDM PHY as described in 8.4 and its upstream with the SCa PHY as described in 8.3"
Other implications

• **MAC Support of PHY layer:**
  The frame control information shall contain DL-MAP, as needed for OFDM, followed by UL-MAP, as needed for SC.

  The DCD and UCD messages following the last UL-MAP will configured to DL OFDM and UL-SC

  Ranging will be based on SC – exactly the same way as defined in SC section