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Proposed Text Changes
-------------------------------------------------------Start of the Text --------------------------------------------------------
 [Make the following changes to Section16.9.3.2 in page644 beginning Line 3 in P802.16m/D3. ]
16.9.3.2 E-MBS Zone Configuration
Different MSTIDs and FIDs may be used in different E-MBS Zones for the same multicast and broadcast service flow. A multicast and broadcast zone identifier (E-MBS_ZONE_ID) is used to indicate a service area in which a MSTID and FID for a broadcast and multicast service flow are valid. An ABS that supports E-MBS shall include the E-MBS Zone identifier(s) to which it belongs in the AAI-E-MBS_CFG message. The E-MBS Zone identifier shall not be '0'.

When the E-MBS Zone identifier list appears in AAI_NBR_ADV message with only one value of '0' for some of ABS's, it indicates that the corresponding neighbor ABSs are not affiliated with any E-MBS zone.
When the ABS sends AAI_DSA message for establishment of connection for E-MBS_ZONE_ID, the E-MBS_ZONE_ID shall be encoded in the AAI-DSA message. One ABS may have multiple E-MBS_ZONE_IDs for different E-MBS services.

To support inter-MBS zone transition, AMSs need to get E-MBS_Zone_IDs to which the neighboring ABS's belong as well as any flow continuity across such neighboring zone. When the neighboring E-MBS Zone identifier list appears in AAI-E-MBS_CFG message, it indicates that some neighbor ABSs are affiliated with E-MBS zone(s) which provide inter-MBS zone transition with service continuity. In this case, the physical carrier index should be indicated if the carrier(s) carrying E-MBS services in the neighboring E-MBS zone has(have) changed. When an AMS in normal mode or idle mode transits to the new E-MBS zone, it will detect and decode the E-MBS services on the carrier directed by the physical carrier index. 
---------------------------------------------------------End of the Text---------------------------------------------------------
Reference

[1] IEEE P802.16m/D3







  


