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Agenda February 20, 2015

(1)Review patent policy 

(2) Review action items  -

‒WAP cabling standard use that as the basis for deployment configurations – Chris 
DiMinico
‒Develop survey information for soliciting use case and deployment configurations
‒Bundled cable lengths Fill 1000BASE-T/10GBT etc… Noise environ –
survey/measurements -
‒Soliciting feedback on request for information – Peter/Amrik/Jackie 

(3) Review contributions
‒NGEAB-T Use Case Ad Hoc- WAP deployment configurations – Chris DiMinico

(4) Action items  -

Agenda
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TIA/TSB-162-A – Cabling Guidelines WAPs

•Consider cabling guidelines as basis for cabling deployment 
configurations for WAPs

•Review with system OEMs as framework for use cases/survey 
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TIA/TSB-162-A – Cabling Guidelines WAPs

•Scope
‒TSB to provides guidelines on the topology, design, 
installation, and testing of telecommunications 
cabling infrastructure, in compliance with ANSI/TIA-
568-C.0 and ANSI/TIA 569 C, for supporting wireless 
local area networks (WLAN).

‒The TSB includes the cabling between local area 
network (LAN) equipment and wireless access points 
including pathways and spaces to support the 
cabling and wireless access points.
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TIA/TSB-162-A – Cabling Guidelines WAPs
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TIA/TSB-162-A – Cabling Guidelines WAPs

Additional TO and wireless access point in cell
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TIA/TSB-162-A – Cabling Guidelines WAPs
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Deployment configurations – WAPs
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Deployment configurations
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Summary 

•Consider WAP cabling guidelines as basis for WAP cabling 
deployment configurations


