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56.3.6.1.4 Timers

omp_timer
This timer is used to measure the arrival rate of OMP frames in the link. Failure to receive
frames is considered a fatal fault and requires a hard reset to the OMP functional block.

56.3.6.1.5 Messages

MA_DATAOMRP request(eutgoing; DA, SA, m_sdu)

The service primitive used by a client to request an OMP functional block function with the

specified request_operands.

Three interfaces to this function exist with the respective indexes of:
GATE:MA_DATAOMRP request(DA, SA, m_sdu)
REPORT:MA_DATAOMRP.request(DA, SA, m_sdu)
DISCOVERY:MA_DATAOMRP request(DA, SA, m_sdu)

MA_DATAOMR.indication(ineoming;-DA, SA, timestamp;-epeede; m_sdu)

The service primitive used by the OMP functional block to signal the client an event with

specified parameters.

Three interfaces to this function exist with the respective indexes of:
GATE:MA_DATAOMR®R. indication(DA, SA, timestamp;-opeode;m_sdu)
REPORT:MA_DATAOMRPR.indication(DA, SA, timestamp;opeede;m_sdu)
DISCOVERY:MA_ DATAOM®P.indication(DA, SA, timestamp;-opeede;;m_sdu)

MA_CONTROL.request(DA,-SA;-m—sda opcode, request operand list)
The service primitive used by a client to request a MAC Control sublayer function with the
specified request_operands.

MA_CONTROL.indication(PA;-SA;-m—sdaopcode, indication operand list)

The service primitive used by MAC Control sublayer to signal the client an event with

specified parameters.
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