Loading Guide PC57.91
This will be reviewed at the WG meeting in Vancouver on April 15, 2002 at 9:30.  Please bring a copy because no copies will be available at the meeting.  The meeting will be devoted to reviewing the changes made as a result of comments raised at the last meeting.  The changes are listed below.
Numerous typographical changes were made and are not described in the following list.  Changes were as follows:
Page
Clause
Change.
1
Cover
New copyright statement
8
1.1
Scope revised.
11-14
4
 Nomenclature. Updated.  Major changes was to define Load L as "per unit load current".
17-18
5.2
New material added.
19-24
6
Insulation Life.  Rewritten and condensed.  Old Clause 6.3 and Fig. 3 moved to Annex D as Clause D.3 on pages 131-132.
26
7.3
Added clause determination of equation parameters.
28-29
8
Ambient.  Clause rewritten
37
10.1
General. Clause expanded.
40
10.4.1
Exponents.  Sentence added.
64-72
10.3
New Clause with Approximation Method D added.
74
11.3.1
Loading on Ave. Wdg. Temp. revised.
80
12.3.4
Loading on Ave. Wdg. Temp. revised.
85
13.2.1
Sentence added to contact mfg. for constants.
92
14.4.3
Operation of FOA units without pumps added.
96
16.4
Last sentence revised.
106
B.2 
Aging eq. Clause revised.
131-132
D.3
Added.  Moved from old Clause 6.3.
133-135
Annex F.
Old clause E.4 moved to Clause 7.3 and expanded.
143-144
Table. F.1

& Cl F.3.3.2. 2
References removed from table and paragraph removed.
Time did not permit addressing the issue of computer implementation of the 
temperature equations.  This will be addressed in the next draft.
Linden Pierce, Chair
IEEE Working Group on Loading of Liquid Immersed Transformers
