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i i• New Maintenance items
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Important StatusImportant Status

• This is Paul’s last IEEE 802 1 meeting so newThis is Paul s last IEEE 802.1 meeting, so new 
Vice Chair or delegate will need training soon 
after or (preferably) during the Plenaryafter or (preferably) during the Plenary

• Transition Plan
W lk th h d t d i l i HI– Walk through documented process in xls in HI

– Demonstrate how to generate Web‐pages
ll b l bl h l– Will be available to help as time goes on…



Status Update
• 6 new maintenance items received since January
• Qbg in Sponsor Ballot and Q‐Cor‐2 Task Group Ballot 
complete



NEWMAINTENANCE ITEMSNEW MAINTENANCE ITEMS



Maintenance Item – 0023
Priority and Drop_eligible parameters from BSI MEP/MIP

• Submission: Maarten Vissers – Jan 2012
• Issues:

– The priority and drop_eligible paramters for CBP’s ISS are 
d b f h BSI h BVLAN l hsupposed to be from the BSI, not the BVLAN values when 

CBP contains clause 6.18 BSI MEP/MIP functions.
• Proposed Resolution:p

– Modify 6.11.2 to get I‐PCP and I‐DEI parameters
– State how parameters are obtained instead of indicating 
they are the same as the EISSthey are the same as the EISS

• Discussion
– ??????



Maintenance Item – 0024
Typos in 6.1.4 and 6.1.6

• Submission: John Messenger – Jan 2012Submission: John Messenger  Jan 2012
• Issues:

S i t d i O P i tT P i tMAC i 6 1 4– Space inserted in OperPointToPointMAC in 6.1.4
– Identification miss spelled in 6.1.6

• Proposed Resolution:
– Fix

• Discussion
– Propose for next pass of Q‐Cor‐2p p Q



Maintenance Item – 0025
Table for learned B‐MAC addresses in PIP

• Submission: Maarten Vissers – Feb 2012
• Issues:

– Use of the enableConnetionIdentifier parameter implies that 
the PIP must hold a table of addresses referenced by the 
connection_identifier,  but no such table is described anywhere 
in the text.

• Proposed Resolution:
– Specify in 6.10 that the PIP contains a table and provide 

specifics detailed in maintenance request
– Specify in 6.10.1 that a learning process stores the values

S if i 6 10 2 h h bl i d fi d h B DA l– Specify in 6.10.2 that the table is used to find the B‐DA value
• Discussion

– ???



Maintenance Item – 0026
Flow Classification and Queuing for CBP

• Submission: Maarten Vissers – Feb 2012Sub ss o : aa te sse s eb 0
• Issues:

– There is no specification of where 8.6.5 and 8.6.6 p
functions are located in a CBP.

• Proposed Resolution:
– Add this specification.  Assume 8.6.6 function is 
outside the BVLAN area.  Assume 8.6.5 function is 
between BSI down MIP and BSI up MIP.between BSI down MIP and BSI up MIP.

• Discussion
– ???



Maintenance Item – 0027
End of LLDPDU TLV error handling

• Submission: Paul Congdon – Feb 2012
• Issues:

– Text is unclear how to handle error cases around the End of 
LLDPDU TLV.  It is a mandatory TLV, but we appear to accept the 
PDU if it isn’t present.

• Proposed Resolution:
– Two choices: always discard the PDU if the TLV is not present, or 

update all the places (6.6.1, 9.2.7.7.2) where we describe 
criteria for discarding the frame. 

– Proposed resolution in maintenance request assumes we try to 
salvage the PDU whenever possiblesalvage the PDU whenever possible.

• Discussion
– ???



Maintenance Item – 0029
Missing T‐Component creation text and ennumeration

• Submission: Ben Mack‐Crane – Feb 2012Submission: Ben Mack Crane  Feb 2012
• Issues:

T Component creation and its enumeration in the MIB– T‐Component creation and its enumeration in the MIB 
were never added.

• Proposed Resolution:Proposed Resolution:
– Add clause 17.5.2.x to describe T‐Component creation
– Add enumeration in MIBAdd enumeration in MIB.

• Discussion
– Propose inclusion to next draft of Q‐Cor‐2– Propose inclusion to next draft of Q‐Cor‐2



EXISTING MAINTENANCE ITEMSEXISTING MAINTENANCE ITEMS



Maintenance Item – 0003
Inconsistent VID for LBR FramesInconsistent VID for LBR Frames

• Submission: Steve Haddock – March 2011
• Issues:• Issues:

– Multiple choices for selecting vlan_identifier
– Non‐normative language used to describe VID selection

N ti t t f 20 28 2 i f PBB TE l– Normative text for 20.28.2 is for PBB‐TE only
– Priority and drop eligibility  determination also not specified.
– No managed objects to set Primary VID for MIP

ll• Latest Status: Balloting
– Steve Haddock to introduce a ballot comment at San Francisco 

meeting for 802.1aq
ll b ll ?– Document is still in sponsor ballot?

• Discussion
– 802.1aq is still in re‐circ, no comments on this item



Maintenance Item – 0005
Missing enable for Link Aggregation TLV

• Submission: Pat Thaler – June 2011
• Issues:

– When LinkAgg TLV was moved into 802.1 MIB, the enable was not 
included
E i bl D 5 f lld V2Xd 1C fi P Vl T bl R f d– Error in table D‐5 for lldpV2Xdot1ConfigPortVlanTable.  Reference and 
MIB text don’t agree

– Missing security considerations in D.4.4 for Congestion Notification
• Latest Status: Ready for BallotLatest Status: Ready for Ballot

– Waiting for a revision of 802.1AX to fix.  PAR agreed to be modified
– New maintenance item 0009 submitted to address sending LLDP on 

physical links
• Discussion

– AX‐Rev is in task group ballot.  A comment to resolve this needs to be 
submitted.



Maintenance Item – 0006
Corrigendum items for .1AS

• Submission: Geoff Garner – June 2011Submission: Geoff Garner  June 2011
• Issues:

Various– Various
– Actively being worked at a TG item

• Latest Status: Ready for Ballot• Latest Status: Ready for Ballot
– Waiting for AB Corrigendum ballot

• Discussion• Discussion
– Initial official draft of as‐cor‐1 has been produced 
but no ballot run yetbut no ballot run yet



Maintenance Item – 0007
incorrect operPointToPointMAC references 

• Submission: Craig Gunther – August 2011Submission: Craig Gunther August 2011
• Issues:

When 802 1ak was rolled into 802 1Q it contained– When 802.1ak was rolled into 802.1Q it contained 
incorrect references to clause 6.4.3 for 
operPointToPointMAC.  They should be 6.6.3.

• Latest Status: Balloting
– Included in Qbg Sponsor Ballot

• Discussion:
– No comments, but Qbg running another re‐circg g



Maintenance Item – 0008
MVRP cut‐and‐paste errors 

• Submission: Craig Gunther – August 2011• Submission: Craig Gunther – August 2011
• Issues:

– MVPR1 and MVPR2 PICs items were pasted from 
MMRP items and remain incorrect

ll• Latest Status: Balloting
– Included in Qbg Sponsor Ballot

• Discussion
– No comments, but Qbg running another re‐circ



Maintenance Item – 0009
Disambiguating LLDP over Link Aggregations 

• Submission: Jeffrey Lynch – September 2011
• Issues:

– It is unclear how LLDP should operate over an aggregation
– It is currently not possible to determine at the receiver if the LLDP frames were sent 

from a peer at the physical link or at the aggregatefrom a peer at the physical link or at the aggregate

• Latest Status: Received
– Discussed at Nanjing Interim and at Atlanta Plenary ‐

http://www.ieee802.org/1/files/public/docs2011/maint‐lynch‐LLDP‐over‐LAG‐0920‐p g p y
v1.pdf

– We desire to have the ability to send/receive at the physical layer – can be done in AXbq.
– Agreed to workout the technical details in AXbq – prefer a TPMR type Y to send/receive

P f d t d fi TLV bit th dif i i ti TLV f t it– Preferred to define new TLVs or new  bits, thus modifying existing TLVs – prefer to wait 
for AX revision to fix MIBs and TLVs

– Waiting for AX‐Rev to address.  Status of AX‐Rev?

• DiscussionDiscussion
– To be discussed as part of AX‐Rev



Maintenance Item – 0010
Incorrect Annex reference 

• Submission: Christian Boiger– SeptemberSubmission: Christian Boiger September 
2011

• Issues:Issues:
– A reference to Annex G in 6.11.4 should really be a 
reference to Annex I

• Latest Status: Balloting
– Included in Qbg Sponsor BallotQ g p

• Discussion
– No comments, but Qbg running another re‐circNo comments, but Qbg running another re circ



Maintenance Item – 0011
No recommended priority to traffic class mappings for credit‐No recommended priority to traffic class mappings for credit‐

based shaper in table 8‐4

• Submission: Christian Boiger– September 2011Submission: Christian Boiger September 2011
• Issues:

– Text recommends classes 5 and 6 for SR classes A & B,Text recommends classes 5 and 6 for SR classes A & B, 
but should be 3 and 2.

– Table references are wrong
• Proposed Resolution:

– Balloted in Q‐Cor‐2
• Discussion

– Updated in Q‐Cor‐2‐d0‐1 to match previous meeting 
consensusconsensus



Maintenance Item – 0012
Missing MEP/MHF icons in fig 26‐2

• Submission: Steve Haddock – September 2011Submission: Steve Haddock  September 2011
• Issues:

Visio source used for figures has a problem– Visio source used for figures has a problem 
including MEP/MHF icons.

• Proposed Resolution:Proposed Resolution:
– Balloted in Q‐Cor‐2

• DiscussionDiscussion
– No comments were submitted against this fix in Q‐
cor‐2.



Maintenance Item – 0013
MRP address for MSRP does not exist

• Submission: Christian Boiger– October 2011Submission: Christian Boiger October 2011
• Issues:

– MSRP uses Nearest Bridge address, but text indicatesMSRP uses Nearest Bridge address, but text indicates 
there is a specific MRP application in Table 10‐1 for 
this – there is not.

d l i• Proposed Resolution:
– Balloted in Q‐Cor‐2
Di i• Discussion
– Updated in Q‐Cor‐2‐d0‐1 to match previous meeting 
consensusconsensus



Maintenance Item – 0014
LLDP TLV error processing

• Submission: Paul Congdon, Pat Thaler – Nov 2011g ,
• Issues:

– 802.1AB text is not clear whether you discard entire LLDPDUs if 
an optional TLV is in error or simply discard the TLV.p p y

• Proposed Resolution:
– Make it clear that you only discard the TLV if the error is in an 

optional TLV, but the PDU if the error is in the mandatory TLVsp , y
• Discussion

– No status change.  Previously agreed to wait for AB document 
amendment or revision to address.

– New maintenance item 0027 includes this fix and additional 
clarification



Maintenance Item – 0015
Clause number issue impacts PICS

• Submission: Craig Gunther – Nov 2011Submission: Craig Gunther Nov 2011
• Issues:

– A new clause 35.2.5 was inserted pushing otherA new clause 35.2.5 was inserted pushing other 
clauses up in numbering, but several old references in 
PICS were not adjusted. 

d l i• Proposed Resolution:
– Balloted in Q‐Cor‐2
Di i• Discussion
– No comments submitted against this during Q‐Cor‐2 
ballot.ballot.



Maintenance Item – 0017
Typos in PICS

• Submission: Craig Gunther – Nov 2011• Submission: Craig Gunther – Nov 2011
• Issues:

– SRP is sometimes transposed to SPR in PICS

• Proposed Resolution:
– Balloted in Q‐Cor‐2

• Discussion
– No comments submitted against this during Q‐
Cor‐2 ballot.



Maintenance Item – 0018
Incorrect figure reference

• Submission: Steve Haddock– Nov 2011• Submission: Steve Haddock– Nov 2011
• Issues:

– Figure reference incorrect

• Proposed Resolution:
– Change Figure 6‐4 to Figure 26‐2

• Discussion
– Incorporated into Q‐Cor‐2‐d0‐1



Maintenance Item – 0019
Incorrect Link Aggregation figure for bridges

• Submission: Steve Haddock– Nov 2011
• Issues:

– Link aggregation diagram is show as a shim between 
MSAPs but this doesn’t work for bridge architectureMSAPs, but this doesn t work for bridge architecture

– Similar issue was addressed in 802.1AC ballot  comment.
• Proposed Resolution:

– Change Figure 6‐3 usage of MSAP to SAP.
– Delete MAC service line
– Change 802.3 MAC to MACg

• Discussion
– Incorporated into Q‐Cor‐2‐d0‐1



Maintenance Item – 0020
Inconsistent text when NumberOfValues is zero

• Submission: Rich Newpol – Dec 2011p
• Issues:

– In Q‐2011, if NumberOfValues is zero then the 
ThreePackedEvents vector is not included, but BNF appears to , pp
imply NumberOfValues must not be zero and vector always 
included.

• Proposed Resolution:
– Fix BNF to indicate ThreePackedEvents vector is optional
– Clearly state what happens when NumberOfValues is zero. In 

10.8.2.8
• Discussion

– Incorporated into Q‐Cor‐2‐d0‐1 to match consensus from last 
meeting



Maintenance Item – 0021
TC must be configured for ETS to specify bandwidth

• Submission: Anoop Ghanwani – Jan 2012Submission: Anoop Ghanwani  Jan 2012
• Issues:

– Qaz does not make it clear that you can only configure 
b d id h h h i fi d f Sbandwidth when the TC is configured for ETS.

– Invalid TLVs should be discarded and stated in D2.9
• Proposed Resolution:Proposed Resolution:

– Indicated that the TC table must have values of 0 if the 
TC is not configured for ETS.

• Discussion
– Waiting  in received state for a vehicle to incorporate 
a fixa fix



Maintenance Item – 0022
MSTP MIB issues 

• Submission: Ben Mack‐Crane – Jan 2012
• Issues:

– MSTP MIB is out of sync with revision of clause 13 of 
802 1Q‐2011802.1Q 2011

– enableBPDUtx default is not consistent with 
ieee8021MstpCistPortEnableBPDURx in 23.5.10 and 
23.5.1123.5.11

• Proposed Resolution:
– Change DEFVAL to true for the objects.  See attached MIB.
Di i• Discussion
– Incorporated into Q‐Cor‐2‐d0‐1 to match consensus from 
last meeting


