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Overview:
IEC/IEEE 60802 Digital Station Description
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• IEC/IEEE 60802 conform stations (IA stations) must
be able to provide their digital station description
i.e. digital data sheets “offline” i.e. as a single file.

• Digital station description of an IA station is a
collection of instantiated data nodes of all YANG
modules that are present in the local database of
the IA-Station.

• The data sheet must contain a single instance data
set and no additional data.

• The identity of the datastore with which the
instance data set is associated must be reported.

• The format of the instance data set is defined by
the "ietf-yang-instance-data“ YANG module - RFC
9195.

• The file format is based on the XML encoding.
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Specifying Content Schema using the Inline
Method
RFC 9195 States:

RFC 8525 is YANG library
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Example for the Inline Method uses
deprecated modules-state container
Example in RFC 9195:
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„modules-state“ is deprecated in RFC 8525 because
it does not support NMDA!



Example for the Inline Method specifies
“features” in “content-data” container

From my understanding, “features”
should be declared in the “content-
schema” container instead of in the
“content-data” container.
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ietf-yang-library tree view (RFC 8525)

“features” are defined in the module-set list in RFC 8525
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ietf-yang-instance-data tree view (RFC 9195)

content-schema contains the “inline-yang-
library” leaf which has the “ietf-yang-
library” format (RFC 8525)
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Question

From my understanding the instance data file should look like the following to slides.
Is that correct?
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Example “content-schema”
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Example “content-data”
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