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Clause Status as of Draft 0.5

	Clause 6.1 Overview
	Stable

	Clause 6.2 Generic
	Stable

	Clause 6.3 MLME SAP
	Under Editing

	Clause 6.4 PLME SAP
	Stable

	Clause 6.5 MAC PIB
	Under Editing

	Clause 6.6  PHY PIB
	Stable

	Clause 6.7 MAC SAP
	Stable

	Clause 6.8 PHY SAP
	Stable


Modifications as per Orlando meeting – 17 May 2001

During the Orlando meeting the System Subcommittee voted on the following amendments to clause 6.0 of draft 0.4.  These changes have been incorporated in draft 0.5.  The following changes are as per the amendments:

6.3.2.1 MLME-SCAN.request

· Changed PiconetID ( PNID

· Added ChannelScanDuration and deleted Min and Max ChannelTime

· Proposed additional text to indicate PNID being scanned can either be a particular ID or any available ID.

6.3.2.2 MLME-SCAN.confirm

· Clarified that a PiconetDescriptionSet is an array of PiconetDescriptions

6.3.3 MLME-JOIN ( MLME-Synch

6.3.3.1 MLME-Synch.request

· Some minor editorial corrections

· Added back in the OperationalRateSet as an open item needing resolution

6.3.4 Authenticate

· Add a note above authenticate and de-authenticate to indicate this section is under review.  Did not make any changes in this section.

6.3.6.1 MLME-ASSOCIATE.request

· Change PeerStaAddress to DeviceID

· Move CapabilityInformation field after DeviceID

· Add AllocatedDeviceAddress field after CapInfo field, see clause 7.3.5

· AssociateFailureTimeout becomes AssociateTimeoutPeriod, clause 7.3.5

· ListenInterval goes away
6.3.6.2 MLME-ASSOCIATE.confirm

· Change ResultCode as per clause 7.3.6, codes 0, 1 and 2.

6.3.6.3 MLME-ASSOCIATE.indication

· Replace PeerSTAAddress ( DeviceID

6.3.7 Re-associate

· Delete section 6.3.7 and all sub-clauses

6.3.8.1 MLME-DISASSOCIATE.request

· Replace PeerSTAAddress ( DeviceID

6.3.8.3 MLME-DISASSOCIATE.indication

· Replace PeerSTAAddress ( DeviceID

Other Editorial Issues

· MLME-Join-network ( use ASSOCIATE primitive

· MLME-Establish-network ( use START primitive

· MLME-Join-or-establish ( delete these combo commands, let SME do this task serially.

Between the Orlando and Portland meeting the following editing changes have been made to clause 6.0 as reflected in draft 0.5


1. Struck references to NWID

2. Added section 6.5.1 … clarification to the MAC PIB definitions.

3. Clause 6.4.1.3 … corrected table name to PLME-RESET.confirm (M. Bizzarri)

4. Added a failure enumeration to the PLME-RESET.confirm parameters (M. Bizzarri)
5. Changed instants of “Dev-Address” and “peer-Dev-address” to “DEVICE-ID”

6. Embellished “reason codes” for tables 17 and 19. 

7. The following MAC PIB entry should be deleted: MACPIPCFPollable  (Bill Shvodian)

8. Remove top of SME box has an undefined interface to the MLE.  (ref doc 01114r5 … from Vienna interim meeting) 
9. Added items to MLME as discussed in section 8.4

10. Remove all references to Probe Delay since all probing is passive as per document 01221r2.

Known Editorial work to be done

1. Need to finish the MAC PIB item descriptions in section 6.5.1

2. Need to consolidate clauses 6.6.1 through 6.6.9 into a single structured table

3. Clause 6.5.1 needs to be consolidated into a single structured table

(perhaps someone who is familiar with FrameMaker could volunteer to help with this effort?)

4. Need to matrixize the power control PIB items to accommodate

    multiple connections

Notation Key

	Blue Reflects Issues going into the Portland Meeting

	Red Reflects Resolutions from the Portland Meeting


List of Issues going into Portland Meeting

1. What is the use of the time stamp in the PiconetDescription? (M. Bizzarri) (reference Table 5 —Elements of PiconetDescriptionSet, draft 0.4) 
2. Clause 6.7.2.1 says that there are 16 priorities.  In clause 7.5.1.1 there are only 4 priorities, Isochronous and 4 asynchronous.  Any idea what the relationship is between these? (Bill Shvodian)
3. The RX and TX vectors need sizes in bits or bytes (Bill Shvodian)

4. There is mention in Clause 6 of Reorderable and Strictly Ordered Service class.  I think this was cut and pasted from 802.11.  There is no mention of this in 802.15.3 outside of Clause 6.  Will 802.15.3 support these service classes? I don't recall this anywhere in requirements, proposals or any question on this at any time in 802.15.3.  (Bill Shvodia and Raju G.)

5. The following MAC PIB entries need to be added: (Bill Shvodian)

· MACPIBCoordinatorDes-Mode truth, default=0, 1=designated coordinator

· MACPIBCoordinatorCapable  truth, default=0, 1=coordinator capable

· Need to add the Des-mode bit into the MAC PIB ... see clause for 7.4.3 capabilities and clause 8.1.3 usage.  Name is MACPIBPNCDesMode.  See draft 0.4.

Following Items are from the MAC interim meeting in Vienna, Va.

6. MaxStream: number of max streams that can be supported at this station.  Is this something we should add to the MAC PIB?
7. Review MACPIBMediumOccupancyLimit ... left over from 802.11 FH.  Should this be deleted?
8. In Clause 8.4 … should there be a MLME-STREAM-CONNECT.confirm and a MLME-STREAM-DISCONNECT.confirm?  We currently have a *.request and *.indicate.

9. The following items in the MAC PIB are undefined in draft 0.4

· MACPIBMediumOccupancyLimit
· PrivacyOptionImplemented
11 Are the following items from table 64 of draft 0.4 MAC PIB items?

· aChannelScan 

· aCSFrameBroadcast 

· aADAdressReuseTime 

· aRXTXTurnaroundTime

· aMaxBurstDuration

· aMaxCFPDuration (also called CFPMaxDuration in table 30, draft 0.4)

· aConnectionTimeOut

· aAssocRespConfirmTime 

· aAssocTimeoutPeriod 
12. Open Editor Notes …

· Clause 6.3.9.1 MLME-START.request
· Editor Note: Are DTIM’s being used in 15.3?

· Clause 6.6.8 PHY PIB CCA Compliance Group
· NOTE: It is not clear at this time that we need more than one CCA mode. The editor is looking for input that argues why we need more than one CCA mode

· Clause 6.7.1.4  MSDU ordering
· Ed note: Doesn’t this section really belong in the MAC functional description?.

· Clause 6.7.2  Detailed service specification
· Note:  What happens in the case where two  MSDUs have the same SA, DA and priority but the MPDU requires two dif​ferent stream Ids?

· Clause 6.7.2.1.2  Effect of receipt
· Ed. note: Shouldn’t the MAC wait until the PHY says the packet got through?

· Clause 6.7.2.2  MA-UNITDATA.indication
· Ed. note: Do we want to do this? In voice traffic, a bad packet might still have some good information? Just a question.

· Ed note: Doesn’t the indication also support reorderable multicast as does the request?

· Clause 6.7.2.3 MA-UNITDATA-STATUS.indication
· Ed note: What about a condition “Channel sucks right now” for PHY errors?
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