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Amendment List for Orlando – 17 May 2001

During the Orlando meeting the System Subcommittee worked on the MLME section of the document … clause 6.3 in draft 0.4.  It is proposed that these changes be reflected in draft 0.5.  The following amendments are proposed:

6.3.2.1 MLME-SCAN.request

· Changed PiconetID ( PNID

· Added ChannelScanDuration and deleted Min and Max ChannelTime

· Proposed additional text to indicate PNID being scanned can either be a particular ID or any available ID.

6.3.2.2 MLME-SCAN.confirm

· Clarified that a PiconetDescriptionSet is an array of PiconetDescriptions

6.3.3 MLME-JOIN ( MLME-Synch

6.3.3.1 MLME-Synch.request

· Some minor editorial corrections

· Added back in the OperationalRateSet as an open item needing resolution.

6.3.4 Authenticate

· Add a note above authenticate and de-authenticate to indicate this section is under review.  Did not make any changes in this section.

6.3.6.1 MLME-ASSOCIATE.request

· Change PeerStaAddress to DeviceID

· Move CapabilityInformation field after DeviceID

· Add AllocatedDeviceAddress field after CapInfo field, see clause 7.3.5

· AssociateFailureTimeout becomes AssociateTimeoutPeriod, clause 7.3.5

· ListenInterval goes away
6.3.6.2 MLME-ASSOCIATE.confirm

· Change ResultCode as per clause 7.3.6, codes 0, 1 and 2.

6.3.6.3 MLME-ASSOCIATE.indication

· Replace PeerSTAAddress ( DeviceID

6.3.7 Re-associate

· Delete section 6.3.7 and all sub-clauses

6.3.8.1 MLME-DISASSOCIATE.request

· Replace PeerSTAAddress ( DeviceID

6.3.8.3 MLME-DISASSOCIATE.indication

· Replace PeerSTAAddress ( DeviceID

Other Editorial Issues

· MLME-Join-network ( use ASSOCIATE primitive

· MLME-Establish-network ( use START primitive

· MLME-Join-or-establish ( delete these combo commands, let SME do this task serially.

Supporting details can be found in document 01/186r4.
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