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Amendments to D08

1. Make changes identified in document 01/485r4

2. Make changes identified in document 01/488r1

3. Make changes identified in document 01/476r3

4. Make changes identified in document 01/503r0

5. Make changes identified in document 01/328r4 with caveat to add CTRB parameter of desired maximum GTS.

6. Make changes identified in document 01/517r2

7. Make changes identified in document 01/502r1

8. Make changes identified in document 01/410r0

9. Make changes identified in document 01/469r3

10. Make changes identified in document 01/530r2

11. Items in 01/374r12, entered into D09 and noted in the minutes.

12. Change the MLME commands to reflect the frame formats and information described in clause 7 and 8.

13. Change backoff algorithm to use PHY dependent parameters rather than numeric times.  Use 802.11 as a model to write this.

14. Update neighbor piconet information to reflect changes in 01/481r4

15. Add mapping of supported data rates from 5 bits to 8 bits by adding 3 binary 0’s as the MSB.

16. Move supported data rates field in figure 19, 7.4.3, to be bits b0-b4.  Add bit b10 to be neighbor piconet bit.  Text for neighbor piconet bit is: “The neighbor piconet bit shall be set to 1 if the DEV is intending to be a neighbor PNC in the current piconet and shall be set to 0 otherwise.”  Change “is set to” to be “shall set to” in 7.4.3.  Change 01/481r4 to use neighbor piconet bit instead of 0 capability field to identify and neighbor association request.

17. Change “is shown in figure xx” to be “shall be formatted as illustrated in figure xx” for frame formats, information elements, command types and field format figures in clause 7.
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