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1.0 
PHY Layer Requirements

Physical layer requirements for the Alternate PHY layer are often combinations: High data rates, but only at low ranges, lower rates at higher ranges; low power consumption, but only with battery use; high capacity, in a shared sense.

The requirements reflect a PHY layer that is scalable across multiple dimensions including range, throughput, shared capacity, size, and power consumption. There are additional requirements in Quality of Service. 

2.0 
Data Throughput and  Range

	Requirement
	Source

	100 / 200 / 400 and 480 Mb/s up to 4.5 m range 
	02/031r0

	20 Mb/s to 10 m range
	00/075r0

	60 Mb/s, 90, >100 Mb/s (kiosk)
	02/043r0

	2-25 Mb/s; 31-63 Mb/s 10 m and 30 m
	02/047r0

	6-32 Mb/s; 15-50 MB/s; 20-70 Mb/s; 30-100 Mb/s 10 m or 30-50 m range
	02/119r0

	2 Mb/s to 300 Mb/s: scalable >10 m range to 3 m range
	02/137r1

	1.5 Mb/s, 12 Mb/s, 480 Mb/s to < 5 m range; 

10 -1000 Mb/s desired
	02/139r0

	50 Mb/s – 500 Mb/s 1 m on body to 5 m ranges: scalable – very low bit rate to high bit rate
	02/143r0


3.0 
Data Rate and Capacity and Addressing

	Requirement
	Source

	3 non-overlap channels, min effective throughput 50 Mb/s each
	02/031r0

	multiple simultaneous channels
	02/119r0

	4 to 8 non-overlap channels, to 300 Mb/s shared
	02/137r1

	addressing of <127 devices per host
	02/139r0

	Large capacity, many devices (private addresses)
	02/143r0


4.0 
Coexistence, Interference Resistance, Multipath

	Requirement
	Source

	Coexistence with other 802, BlueTooth, Cellular, PCS, GPS, 2.4 GHz and 5 GHz devices
	02/043r0, 02/137r1, 02/139r0, 02/143r0

	Operates within 1 m of 802, BlueTooth, Cellular, PCS and GPS
	02/119r0

	Must work with incumbent networks
	02/137r1

	Must support combinations of network technologies
	02/137r1

	Shall be capable of (802.15.3) 22 Mb/s QPSK mode
	02/102r0

	Robust in multipath (indoor)
	02/143r0


5.0 
Channel Model

	Requirement
	Source

	Wide band channel model (to be defined)
	02/137r1

	JTC residential A
	02/031r0


7.0 
Power Consumption

	Requirement
	Source

	350-450 mW on CamCorder; 150-200 mW Still Digital camera; <100 mW in PDA; 90mW in (toy) wireless robot control
	02/043r0  

	Possible on battery operated devices
	02/047r0, 02/143r0  

	Low power and advanced power management; low power density
	02/102r0  

	40-80 mW battery power; and 150-500 mW mains
	02/119r0  

	Power management
	02/139r0


8.0 
Quality of Service

	Requirement
	Source

	“Best remedy” for QoS
	02/043r0  

	10-9 BER: video;  isochronous capable
	02/047r0

	10-12 BER: USB-LL
	02/139r0  

	Secure communications; privacy in PAN
	02/143r0

	High quality audio / video at high bit rate
	02/147r0


9.0 
Form Factor

	Requirement
	Source

	Not a factor in some applications
	.

	easy to integrate into consumer devices, especially portable
	02/119r0  

	memory stick, SD card, Media Card compatible size
	02/102r0  

	5cm x 2.15cm x 0.28 cm without antenna but with MAC: cameras 
	02/043r0


10.0 
Cost

	Requirement
	Source

	Cost and BOM similar to BlueTooth
	02/119r0, 02/043r0, 02/031r0


