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Wireless Peripherals – H.323 / T.120 Video Conferencing

This application involves a set of wireless peripherals (at range <= 4m) being used for a H.323 videoconferencing session (e.g., NetMeeting) using video, audio, and application sharing over a broadband connection or a corporate Intranet Ethernet connection.  
	Application
Ingredients
	Data Format
	Min Data Rate
	Max Data Rate

	Video Camera
	MPEG2 resolution w/o compression
	75Mbps
	150Mbps

	Monitor
	Varying compression
	63Mbps
	1Gbps

	H.323 comm
(broadband)
	H.261/H.263, G.711/G.723, T.120
	128kbps
	10Mbps

	Audio (mono)
	PCM
	64kbps
	64kbps

	Mass storage
	
	50Mbps
	240 Mbps

	Mouse
	
	< 9600 bps
	< 9600 bps

	Keyboard
	
	< 9600 bps
	< 9600 bps

	Total
	
	188+ Mbps
	1.4+ Gbps


Home Theater

(Description to go here.  Intent is to show an application that would run at range <= 10m).
	Application
Ingredients
	Data Format
	Min Data Rate
	Max Data Rate

	Monitor
	HD Video
	
	

	Audio (mono)
	Dolby 5.1
	
	

	
	
	
	

	Total
	
	
	


Gaming

<Description to go here>.
	Application
Ingredients
	Data Format
	Min Data Rate
	Max Data Rate

	
	
	
	

	
	
	
	

	
	
	
	

	Total
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