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1. Introduction
In M2M network, there are supposed to be many different M2M applications. In particular, most M2M devices are supposed to be fixed. Therefore, the round-trip-delay (RTD) is approximately a constant for these fixed M2M devices. Based on the characteristic, BS shall assign another time interval between periodic ranging for fixed M2M devices via AAI-SCD message. 
Proposed text

Black text: text in the current 802.16p AWD
Red Text: delete text 

Blue text: new text
---------------------------------------------------------Start of the Text #1--------------------------------------------------------
[Note to Editor – Modify the text in the current 802.16p AWD as follows]
16.2.3.31 AAI-System Configuration Descriptor (SCD) Message
Add a new parameter at the end of Table 708 as indicated
Table 708 - AAI-SCD Message Field Description
	Field
	Size (bits)
	Value/Description
	Condition

	FixedM2M_periodOfPeriodicRngTimer
	3
	It is the period of Periodic Ranging timer which is broadcasted by the ABS. [The value is TBD]
	For fixed M2M devices


16.11 Global values
Add a new parameter at the end of Table 978 as indicated
Table 978 - AAI-SCD Message Field Description
	System
	Name
	Time Reference
	Minimum

Value
	Default Value
	Maximum

Value

	AMS
	T59
	Time interval between

periodic ranging for fixed M2M devices
	-
	-
	TBD


---------------------------------------------------------End of the Text #1---------------------------------------------------------
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