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Introduction
Current draft [1] describes that an FMDID is assigned to a fixed M2M device by a base station during the idle mode entry. However, there is no FMDID in idle mode initiation message. 
Proposed Text Change

----------------------------------------------------- Start of Proposed Text -----------------------------------------------------

[Remedy 1. Add the table 704. AAI-DREG-REQ message (page 10, line 06) as follows:]
6.2.3.21 AAI-DREG-REQ message
Table 704. AAI-DREG-REQ Message Field Description

	Field
	Size (bits)
	Value/Description
	Condition

	Localized_Idle_Mode_Accepted flag
	1
	0: The device enters the normal idle mode.

1: The device enters the localized idle mode. 
	This parameter shall be presented when the fixed M2M device enters the idle mode.

	Deregistration_

Request_Code
	3
	
	

	If (Deregistration_Request_Cod

e == 0x01) {
	
	
	

	Localized_Idle_Mode_Request flag
	1
	0: The device enters the normal idle mode.

1: The device enters the localized idle mode. 
	This parameter shall be presented when the fixed M2M device enters the idle mode.

	…
	…
	…
	…


[Remedy 2. Modify the table 705. AAI-DREG-RSP message (page 10, line 47) as follows:]
6.2.3.22 AAI-DREG-RSP message
Table 705. AAI-DREG-RSP message format
	Field
	Size (bits)
	Value/Description
	Condition

	Localized_Idle_Mode_Accepted flag
	1
	0: The device enters the normal idle mode.

1: The device enters the localized idle mode. 
	This parameter shall be presented when the fixed M2M device enters the idle mode.

	Action Code
	4
	Used to indicate the purpose of this message

…
0x10-0x15:reserved
	

	if (Action Code == 0x05) {
	
	
	

	…
	…
	…
	…

	M2M paging offset
	
	
	

	Localized_Idle_Mode_Request flag
	1
	0: The device enters the normal idle mode.

1: The device enters the localized idle mode. 
	This parameter shall be presented when the fixed M2M device enters the idle mode.

	Fixed M2M Device Identifier (FMDID)
	16
	Used to indicate Fixed M2M Deregistration ID used to identify the fixed M2M device in idle mode.
	Only present if the Localized_Idle_Mode_Request flag is set to 1.

	Paging controller ID
	48
	
	This parameter shall not be presented when the Localized_Idle_Mode_Request flag is set to 1.

	Paging group ID
	16
	
	This parameter shall not be presented when the Localized_Idle_Mode_Request flag is set to 1.

	Deregistration ID
	18
	
	Present when the S-SFH Network Configuration bit == 0b0
If the Localized_Idle_Mode_Request flag is set to 1, this is not included in this message. Instead, FMDID is included in this message.

	…
	
	
	

	if (Action Code == 0x07) {
	
	
	

	…
	…
	…
	…

	M2M paging offset
	
	
	

	Localized_Idle_Mode_Accept flag
	1
	0: The device enters the normal idle mode.

1: The device enters the localized idle mode. 
	This parameter shall be presented when the fixed M2M device enters the idle mode.

	Fixed M2M Device Identifier (FMDID)
	16
	Used to indicate Fixed M2M Deregistration ID used to identify the fixed M2M device in idle mode.
	Only present if the Localized_Idle_Mode_Accept flag is set to 1.

	Paging controller ID
	48
	
	This parameter shall not be presented when the Localized_Idle_Mode_Accept flag is set to 1.

	Paging group ID
	16
	
	This parameter shall not be presented when the Localized_Idle_Mode_Accept flag is set to 1.

	Deregistration ID
	18
	
	Present when the S-SFH Network Configuration bit == 0b0
If the Localized_Idle_Mode_Accept flag is set to 1, this is not included in this message. Instead, FMDID is included in this message.

	…
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