
IEEE 802.16p-11/0231r1

	Project
	IEEE 802.16 Broadband Wireless Access Working Group <http://ieee802.org/16>

	Title
	Clarification on the M2M dedicated ranging region allocated by UCD in WirelessMAN-OFDMA

	Date Submitted
	2011-09-18

	Source(s)
	Jinsoo Choi, Jeongki Kim, Jinsam Kwak
LG Electronics
Honggang Li, Mohanty Shantidev
Intel

	Email: js.choi@lge.com
honggang.li@intel.com


	Re:
	Call for comments on the 16p REV3 AWD (C802.16p-11/0021)

	Abstract
	This contribution proposes texts about the clarification of the M2M dedicated ranging region allocated by UCD in 16e

	Purpose
	For discussion in 802.16p TG and adoption in to the 802.16p REV3 AWD

	Notice
	This document does not represent the agreed views of the IEEE 802.16 Working Group or any of its subgroups. It represents only the views of the participants listed in the “Source(s)” field above. It is offered as a basis for discussion. It is not binding on the contributor(s), who reserve(s) the right to add, amend or withdraw material contained herein.

	Release
	The contributor grants a free, irrevocable license to the IEEE to incorporate material contained in this contribution, and any modifications thereof, in the creation of an IEEE Standards publication; to copyright in the IEEE’s name any IEEE Standards publication even though it may include portions of this contribution; and at the IEEE’s sole discretion to permit others to reproduce in whole or in part the resulting IEEE Standards publication. The contributor also acknowledges and accepts that this contribution may be made public by IEEE 802.16.

	Patent Policy
	The contributor is familiar with the IEEE-SA Patent Policy and Procedures:

<http://standards.ieee.org/guides/bylaws/sect6-7.html#6> and <http://standards.ieee.org/guides/opman/sect6.html#6.3>.

Further information is located at <http://standards.ieee.org/board/pat/pat-material.html> and <http://standards.ieee.org/board/pat>.


Clarification on the M2M dedicated ranging region allocated by UCD in WirelessMAN-OFDMA
Jinsoo Choi, Jeongki Kim, Jinsam Kwak
LG Electronics
Honggang Li, Mohanty Shantidev
Intel
Introduction and Rationale
In the last meeting, we clarified an issue and resolved the raised problem to the legacy MSs when we assign the M2M dedicated ranging region to the M2M device by new M2M ranging allocation UL-MAP extended IE [1]. In the WirelessMAN-OFDMA system, there is two way to assign M2M dedicated ranging region that one is aforementioned way with M2M ranging allocation UL-MAP extended IE and the other way is applied by M2M ranging region TLV in UCD [2]. Thus the same issue and problem exists in case of M2M dedicated ranging assignment by M2M ranging region TLV in UCD because the legacy MSs cannot obtain the resource region information for M2M dedicated ranging assignment so the legacy MSs may use wrong UL resource to send their own UL bursts.

In this contribution, we provide the proposed text to clean up this issue for spec completeness. 

References

[1] IEEE 802.16p-11/0175r2, “Clarification on the M2M dedicated ranging region allocated by UL-MAP IE in WirelessMAN-OFDMA”
[2] IEEE 802.16p-11/0021, “IEEE P802.16p REV3 AWD”
Text proposal
---- Start of proposed text ----

After the line 31 in page 10 of C802.16p-10/0021, add the description as following
6.3.22.11.1 Network reentry from idle mode for M2M devices

…
When the BS transmits an M2M Ranging Allocation UL-MAP Extended IE, the BS shall also transmit a UL-MAP IE with UIUC=12 identifying the same region as the M2M Ranging Allocation UL-MAP Extended IE and with the dedicated ranging indicator set to 1. When the BS transmits a M2M ranging region TLV in UCD, the BS shall also assign a ranging region TLV in UCD identifying the same region as the M2M ranging region TLV in UCD and with the dedicated ranging indicator set to 1. 
---- End of proposed text ----

  


