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Parameters clarification in AAI-PAG-ADV message
Hongang Li, Rui Huang, Shantidev Mohanty
Intel
1 Texts Proposal
----------------------------------------------  Text Start -----------------------------------------------
 [Modify Table706 in page 17 as follows]
6.2.3.23  AAI-PAG-ADV (paging advertisement) Message
Table 706—AAI-PAG-ADV Message Field Description
	Field
	Size (bits)
	Value/Description
	Condition

	…
	
	
	

	For (j=0; j<Num_MGID; j++) {
	
	Num_MGID indicates the number of MGIDs included in this paging message [0..63]
	Shall be included if the ABS sends DL multicast data for M2M after transmission of the AAI-PAG-ADV message.

	MGID
	15
	M2M Group ID
	

	Action code
	2
	0b00: Performing net​wok re entry

0b01: Performing loca​tion update

0b10: Receiving multi​cast traffic
0b11: reserved
	

	M2M report code
	1
	Indicate the opportunity for the M2M device to send the uplink report

0b0: No action required

0b1: Send uplink report
	Present if M2M is supported

	If (Action Code == 0b10){
	
	
	

	Multicast transmission start time (MTST) 
	8
	Least significant 8 bits of the frame number in which the ABS starts sending DL multicast data.
	Shall be present when the MTST needs to be included in this message.

	}
	
	
	

	If(Action code == 0b00){
	
	
	

	M2M network re-entry type
	3
	Indicate the network re-entry scheme for M2M device

0b000: dedicated channel allocation for AAI-RNG-REQ 

0b001: dedicated ranging channel allocation, S-RCH

0b010: dedicated ranging channel allocation, NS-RCH

0b011-0b111: reserved
	

	If( M2M network re-entry type==0b000){
	-
	
	

	Dedicated channel allocation
	TBD
	If M2M network re-entry type = 0, to indicate Resource Index for AAI-RNG-REQ;
	

	} else { M2M network re-entry type==0b001 or 0b010}
	
	
	

	Dedicated channel allocation
	TBD
	If M2M network re-entry type = 1,2 to indicate dedicated ranging channel allocation;
	

	}
	
	
	

	Dedicated channel allocation timer
	TBD
	
	

	}
	
	
	

	…
	
	
	

	}
	
	
	


----------------------------------------------  Text End -----------------------------------------------


















































































  


