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1. Introduction
There are four location update trigger conditions: paging group based update, timer based update, power down update, and MBS update [2].

According to the current AWD [1], M2M Group Zone ID may be broadcasted in the AAI-SCD message. Therefore an M2M device may perform location update process if it detects that M2M Group zone supported by selected preferred ABS is different from previous one. 
In addition, this contribution proposes some editorial changes such as correction of table number.
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3. Proposed text
We differentiated any texts modified by this contribution by using a different color as follows.

· Texts added by this contribution: blue underlined texts
· Texts deleted by this contribution: red strikeout texts

----------------- Start of the text proposal ---------------------------------------------------------------------------------------
Add new sub-clause 6.2.18.7.6 as indicated (on page 40, line 37) 
6.2.18.7.6 Location update for M2M devices

6.2.18.7.6.1 Location update trigger conditions 
An M2M device in idle state may also perform location update when it detects that a M2M Group Zone ID of the selected preferred ABS is changed. 

6.2.18.7.6.1.1 M2M Group Zone based update

An M2M device shall perform a Location Update process when an M2M device detects that the selected preferred ABS does not support its currently assigned M2M GROUP ZONE ID. The M2M device shall detect that by monitoring M2M GROUP ZONE ID which is transmitted in the AAI-SCD message. During location update, M2M device’s MGID(s) may be updated.
6.2.3.2 AAI-RNG-RSP 
Modify Table 685 28 as indicated

Table 685 28 – AAI-RNG-RSP message field description

	Field
	Size(bits)
	Value
	Condition

	……
	
	
	

	New M2M Group Zone ID
	12
	New M2M Group Zone ID of the M2M device
	Shall be included when the M2M Group Zone ID is updated.

	For(i=0;i<Num_MGID;i++){
	
	Number of MGID and FID(Num_MGID) to update in the T-ABS[1..TBD]. Mapping of current MGID and FID and new MGID and FID to be updated.
	Present if the mapping between MGID and FID needs to be updated.


	Current MGID
	1512
	
	

	Current FID
	4
	
	

	New MGID
	1512
	
	

	New FID
	4
	
	

	New MGSS
	64
	
	Shall be included when the MGID is updated.

	}
	
	
	

	…
	
	
	

	Location Update Response
	4
	0x0 = Success of Location Update

0x1 = Failure of Location Update

0x2 = Reserved

0x3 = Success of Location Update and DL traffic pending

0x4 = Allow AMS’s DCR mode initiation request of DCR mode extension request

0x5 = Reject AMS’s DCR mode initiation request or DCR mode extension request

0x6 ~0xF: Reserved
	Shall be included when this message is sent in response to an AAI-RNG-REQ message used to perform location update or DCR mode initiation from Idle Mode or DCR mode extension

	If(Location Update Response == 0x0){
	
	
	

	…….
	
	
	

	New Fixed M2M Deregistration ID
	16
	New FMDID that the fixed M2M device shall maintain in idle mode
	Only present if the Localized_Idle_Mode_flag is set to 1 in AAI-DREG-REQ/RSP message

	}// end of If(Location Update Response ==0x0)
	
	
	

	…….
	
	
	


----------------- End of the text proposal ----------------------------------------------------------------------------------------

  


