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Conformance statements for 802.16Rev2 MIBs  
Joey Chou, Intel
1. Introduction
This document proposes conformance statements for wmanIf2BsMib, wmanIf2mBsMib, wmanIf2fBsMib, and wmanIf2SsMib. Conformance statements are needed in order to avoid warning messages generated from the MIB compiler.
2. Proposed Text

2.1
Conformance Statements for wmanIf2BsMib
It proposes the following conformance statements be added to wmanIf2BsMib.  
--

-- Conformance Information

--

wmanIf2BsConformance    OBJECT IDENTIFIER ::= {wmanIf2BsMib 2}

wmanIf2BsMibGroups      OBJECT IDENTIFIER ::= {wmanIf2BsConformance 1}

wmanIf2BsMibCompliances OBJECT IDENTIFIER ::= {wmanIf2BsConformance 2}

-- compliance statements

wmanIf2BsMibCompliance MODULE-COMPLIANCE 

        STATUS      current

        DESCRIPTION

            "The compliance statement for devices that implement

             Wireless MAN interfaces as defined in IEEE Std 802.16."

        MODULE          -- wmanIf2BsMib

        -- conditionally mandatory group

        GROUP       wmanIf2BsMibFmGroup

        DESCRIPTION

            "This group is mandatory for Base Station."

        -- conditionally mandatory group

        GROUP       wmanIf2BsMibNotificationGroup

        DESCRIPTION

            "This group is mandatory for Base Station."

        -- conditionally mandatory group            

        GROUP       wmanIf2BsMibCmGroup      

        DESCRIPTION

            "This group is mandatory for Base Station."

        -- mandatory group

        GROUP       wmanIf2BsMibCommonPhyGroup

        DESCRIPTION

            "This group is mandatory for Base Station."

        -- conditionally mandatory group

        GROUP       wmanIf2BsMibOfdmGroup

        DESCRIPTION

            "This group is mandatory for Base Station implementaing the

             OFDM PHY."            

        -- conditionally mandatory group

        GROUP       wmanIf2BsMibOfdmaGroup

        DESCRIPTION

            "This group is mandatory for Base Station implementaing the

             OFDMA PHY."

        -- conditionally mandatory group

        GROUP       wmanIf2BsMibAmGroup

        DESCRIPTION

            "This group is mandatory for Base Station."

        -- conditionally mandatory group

        GROUP       wmanIf2BsMibPkmGroup

        DESCRIPTION

            "This group is mandatory for Base Station."

        -- conditionally mandatory group

        GROUP       wmanIf2BsMibPkmV1Group

        DESCRIPTION

            "This group is mandatory for Base Station."

        -- conditionally mandatory group

        GROUP       wmanIf2BsMibPkmV2Group

        DESCRIPTION

            "This group is mandatory for Base Station."

        ::= { wmanIf2BsMibCompliances 1 }

wmanIf2BsMibFmGroup     OBJECT-GROUP

        OBJECTS {wmanIf2BsTrapControlRegister,

                 wmanIf2BsStatusTrapControlRegister,

                 wmanIf2BsRssiLowThreshold,

                 wmanIf2BsRssiHighThreshold,

                 wmanIf2BsSsNotificationMacAddr,

                 wmanIf2BsSsStatusValue,

                 wmanIf2BsSsStatusInfo,

                 wmanIf2BsDynamicServiceType,

                 wmanIf2BsDynamicServiceFailReason,

                 wmanIf2BsSsRssiStatus,

                 wmanIf2BsSsRssiStatusInfo,

                 wmanIf2BsSsRegisterStatus,

                 wmanIf2BsDynamicServiceFailSfid,

                 wmanIf2BsEventNotificationTime}        

        STATUS       current

        DESCRIPTION

            "This group contains objects for Fault Management."

        ::= { wmanIf2BsMibGroups 1 }

wmanIf2BsMibNotificationGroup     NOTIFICATION-GROUP

        NOTIFICATIONS {wmanIf2BsSsStatusNotificationTrap,

                       wmanIf2BsSsRssiStatusChangeTrap, 

                       wmanIf2BsSsPkmFailTrap, 

                       wmanIf2BsSsDynamicServiceFailTrap, 

                       wmanIf2BsSsRegisterTrap, 

                       wmanIf2BsPerformanceCountersTrap}

        STATUS       current

        DESCRIPTION

            "This group contains event notifications."

        ::= { wmanIf2BsMibGroups 2 }

wmanIf2BsMibCmGroup     OBJECT-GROUP

        OBJECTS {-- Registered

                 wmanIf2BsSsBasicCid,

                 wmanIf2BsSsPrimaryCid,

                 wmanIf2BsSsSecondaryCid,

                 wmanIf2BsSsManagementSupport,

                 wmanIf2BsSsIpManagementMode,

                 wmanIf2BsSs2ndMgmtArqEnable,

                 wmanIf2BsSs2ndMgmtArqWindowSize,

                 wmanIf2BsSs2ndMgmtArqDnLinkTxDelay,

                 wmanIf2BsSs2ndMgmtArqUpLinkTxDelay,

                 wmanIf2BsSs2ndMgmtArqDnLinkRxDelay,

                 wmanIf2BsSs2ndMgmtArqUpLinkRxDelay,

                 wmanIf2BsSs2ndMgmtArqBlockLifetime,

                 wmanIf2BsSs2ndMgmtArqSyncLossTimeout,

                 wmanIf2BsSs2ndMgmtArqDeliverInOrder,

                 wmanIf2BsSs2ndMgmtArqRxPurgeTimeout,

                 wmanIf2BsSs2ndMgmtArqBlockSize,

                 wmanIf2BsSsVendorIdEncoding,

                 wmanIf2BsSsAasBroadcastPermission, 

                 wmanIf2BsSsMaxTxPowerBpsk,

                 wmanIf2BsSsMaxTxPowerQpsk,

                 wmanIf2BsSsMaxTxPower16Qam,

                 wmanIf2BsSsMaxTxPower64Qam,

                 wmanIf2BsSsMacVersion,

                 -- Configuration parameters

                 wmanIf2BsDcdInterval,

                 wmanIf2BsUcdInterval,

                 wmanIf2BsUcdTransition,

                 wmanIf2BsDcdTransition,

                 wmanIf2BsInitialRangingInterval,

                 wmanIf2BsSsULMapProcTime,

                 wmanIf2BsSsRangRespProcTime,

                 wmanIf2BsT9Timeout,

                 wmanIf2BsT13Timeout,

                 wmanIf2BsT15Timeout,

                 wmanIf2BsT17Timeout,

                 wmanIf2BsT27IdleTimer,

                 wmanIf2BsT27ActiveTimer,

                 wmanIf2Bs2ndMgmtDlQoSProfileIndex,

                 wmanIf2Bs2ndMgmtUlQoSProfileIndex,

                 wmanIf2BsAutoSfidEnabled,

                 wmanIf2BsAutoSfidRangeMin,

                 wmanIf2BsAutoSfidRangeMax,

                 wmanIf2BsAasChanFbckReqFreq,

                 wmanIf2BsAasBeamSelectFreq,

                 wmanIf2BsAasChanFbckReqResolution,

                 wmanIf2BsAasBeamReqResolution,

                 wmanIf2BsAasNumOptDiversityZones,

                 wmanIf2BsResetSector,

                 wmanIf2BsSaChallengeTimer,

                 wmanIf2BsSaChallengeMaxResends,

                 wmanIf2BsSaTekTimer,

                 wmanIf2BsSaTekReqMaxResends,

                 wmanIf2Bs2ndEapTimeout,

                 wmanIf2BsEapCompleteResends,

                 wmanIf2BsInvitedRangRetries,

                 wmanIf2BsDSxReqRetries,

                 wmanIf2BsDSxRespRetries,

                 wmanIf2BsT7Timeout,

                 wmanIf2BsT8Timeout,

                 wmanIf2BsT10Timeout,

                 wmanIf2BsT22Timeout,

                 -- Capability negotiation

                 wmanIf2BsSsReqCapUplinkCidSupport,

                 wmanIf2BsSsReqCapDsxFlowControl,

                 wmanIf2BsSsReqCapMcaFlowControl,

                 wmanIf2BsSsReqCapMcpGroupCidSupport,

                 wmanIf2BsSsReqCapPkmFlowControl,

                 wmanIf2BsSsReqCapMaxNumOfSupportedSA,

                 wmanIf2BsSsReqCapMaxNumOfClassifier,        

                 wmanIf2BsSsReqCapTtgTransitionGap,

                 wmanIf2BsSsReqCapRtgTransitionGap,

                 wmanIf2BsSsReqCapDownlinkCidSupport,         

                 wmanIf2BsSsReqCapMaxNumBurstToMs,

                 wmanIf2BsSsReqCapMaxMacLevelDlFrame,

                 wmanIf2BsSsReqCapMaxMacLevelUlFrame,

                 wmanIf2BsSsReqCapPnWindowSize,

                 wmanIf2BsSsOfdmReqCapLoopPwrControlSw,

                 wmanIf2BsSsOfdmaReqCapSdmaPilot,

                 wmanIf2BsSsOfdmaReqCapNoUlHarqChannel,

                 wmanIf2BsSsOfdmaReqCapNoDlHarqChannel,

                 wmanIf2BsSsReqCapOptionsBasic,

                 wmanIf2BsSsReqCapOptionsOfdm,

                 wmanIf2BsSsReqCapOptionsOfdma,

                 -- Capability negotiation

                 wmanIf2BsSsRspCapUplinkCidSupport,

                 wmanIf2BsSsRspCapDsxFlowControl,

                 wmanIf2BsSsRspCapMcaFlowControl,

                 wmanIf2BsSsRspCapMcpGroupCidSupport,

                 wmanIf2BsSsRspCapPkmFlowControl,

                 wmanIf2BsSsRspCapMaxNumOfSupportedSA,

                 wmanIf2BsSsRspCapMaxNumOfClassifier,

                 wmanIf2BsSsRspCapTtgTransitionGap,

                 wmanIf2BsSsRspCapRtgTransitionGap,

                 wmanIf2BsSsRspCapDownlinkCidSupport,

                 wmanIf2BsSsRspCapMaxNumBurstToMs,

                 wmanIf2BsSsRspCapMaxMacLevelDlFrame,

                 wmanIf2BsSsRspCapMaxMacLevelUlFrame,

                 wmanIf2BsSsRspCapNumOfProvisionedSf,

                 wmanIf2BsSsRspCapPnWindowSize,

                 wmanIf2BsSsOfdmRspCapLoopPwrControlSw,

                 wmanIf2BsSsOfdmaRspCapSdmaPilot,

                 wmanIf2BsSsOfdmaRspCapNoUlHarqChannel,

                 wmanIf2BsSsOfdmaRspCapNoDlHarqChannel,

                 wmanIf2BsSsRspCapOptionsBasic,

                 wmanIf2BsSsRspCapOptionsOfdm,

                 wmanIf2BsSsRspCapOptionsOfdma,

                 -- Capability negotiation

                 wmanIf2BsCapUplinkCidSupport,

                 wmanIf2BsCapDsxFlowControl,

                 wmanIf2BsCapMcaFlowControl,

                 wmanIf2BsCapMcpGroupCidSupport,

                 wmanIf2BsCapPkmFlowControl,

                 wmanIf2BsCapMaxNumOfSupportedSA,

                 wmanIf2BsCapMaxNumOfClassifier,

                 wmanIf2BsCapTtgTransitionGap,

                 wmanIf2BsCapRtgTransitionGap,

                 wmanIf2BsCapDownlinkCidSupport,

                 wmanIf2BsCapMaxNumBurstToMs,

                 wmanIf2BsCapMaxMacLevelDlFrame,

                 wmanIf2BsCapMaxMacLevelUlFrame,

                 wmanIf2BsCapNumOfProvisionedSf,

                 wmanIf2BsCapPnWindowSize,

                 wmanIf2BsOfdmCapLoopPwrControlSw,

                 wmanIf2BsOfdmaCapSdmaPilot,

                 wmanIf2BsOfdmaCapNoUlHarqChannel,

                 wmanIf2BsOfdmaCapNoDlHarqChannel,

                 wmanIf2BsCapOptionsBasic,

                 wmanIf2BsCapOptionsOfdm,

                 wmanIf2BsCapOptionsOfdma,

                 -- Capability negotiation

                 wmanIf2BsCapCfgUplinkCidSupport,

                 wmanIf2BsCapCfgDsxFlowControl,

                 wmanIf2BsCapCfgMcaFlowControl,

                 wmanIf2BsCapCfgMcpGroupCidSupport,

                 wmanIf2BsCapCfgPkmFlowControl,

                 wmanIf2BsCapCfgMaxNumOfSupportedSA,

                 wmanIf2BsCapCfgMaxNumOfClassifier,

                 wmanIf2BsCapCfgTtgTransitionGap,

                 wmanIf2BsCapCfgRtgTransitionGap,

                 wmanIf2BsCapCfgDownlinkCidSupport,

                 wmanIf2BsCapCfgMaxNumBurstToMs,

                 wmanIf2BsCapCfgMaxMacLevelDlFrame,

                 wmanIf2BsCapCfgMaxMacLevelUlFrame,

                 wmanIf2BsCapCfgNumOfProvisionedSf,

                 wmanIf2BsCapCfgPnWindowSize,

                 wmanIf2BsOfdmCapCfgLoopPwrControlSw,

                 wmanIf2BsOfdmaCapCfgSdmaPilot,

                 wmanIf2BsOfdmaCapCfgNoUlHarqChannel,

                 wmanIf2BsOfdmaCapCfgNoDlHarqChannel,

                 wmanIf2BsCapCfgOptionsBasic,

                 wmanIf2BsCapCfgOptionsOfdm,

                 wmanIf2BsCapCfgOptionsOfdma,                 

                 -- Actions

                 wmanIf2BsSsActionsResetSs,

                 wmanIf2BsSsActionsAbortSs,

                 wmanIf2BsSsActionsOverrideDnFreq,

                 wmanIf2BsSsActionsOverrideChannelId,

                 wmanIf2BsSsActionsDeReRegSs,

                 wmanIf2BsSsActionsDeReRegSsCode,

                 wmanIf2BsSsActionsRowStatus,

                 -- Multicast polling

                 wmanIf2BsMulticastPollingCid,

                 wmanIf2BsMulticastGroupType,        

                 wmanIf2BsPeriodAllocationParameterM,

                 wmanIf2BsPeriodAllocationParameterK,

                 wmanIf2BsPeriodAllocationParameterN,        

                 wmanIf2BsPeriodicAllocationType}

        STATUS       current

        DESCRIPTION

            "This group contains objects for Configuration Manageemnt."

        ::= { wmanIf2BsMibGroups 3 }                  

wmanIf2BsMibCommonPhyGroup     OBJECT-GROUP

        OBJECTS {-- Uplink Channel

                 wmanIf2BsCmnPhyCtBasedResvTimeout,

                 wmanIf2BsCmnPhyUplinkCenterFreq,

                 wmanIf2BsCmnPhyHoRangingStart, 

                 wmanIf2BsCmnPhyHoRangingEnd,

                 wmanIf2BsCmnPhyUlRadioResource,

                 -- Downlink Channel

                 wmanIf2BsCmnPhyBsEIRP,

                 wmanIf2BsCmnPhyChannelNumber,

                 wmanIf2BsCmnPhyMaxEirp,

                 wmanIf2BsCmnPhyDownlinkCenterFreq,

                 wmanIf2BsCmnPhyBsId,

                 wmanIf2BsCmnPhyMacVersion,

                 wmanIf2BsCmnPhyCyclicPrefix,

                 wmanIf2BsCmnPhyCyclicPrefix,

                 wmanIf2BsCmnPhyDlRadioResource,

                 wmanIf2BsCmnPhyHysteresisMargin,

                 wmanIf2BsCmnPhyTimeToTriggerDuration,     

                 wmanIf2BsCmnPhyMihCapability,

                 wmanIf2BsCmnPhyNspChangeCount,   

                 wmanIf2BsCmnPhyCellType,

                 wmanIf2BsCmnPhyBsRestartCount,

                 -- MBS zone

                 wmanIf2BsCmnPhyMbsZoneIdentifier}

        STATUS       current

        DESCRIPTION

            "This group contains objects for common PHY."

        ::= { wmanIf2BsMibGroups 4 }

wmanIf2BsMibOfdmGroup     OBJECT-GROUP

        OBJECTS {wmanIf2BsOfdmNumSubChReqRegionFull,

                 wmanIf2BsOfdmNumSymbolsReqRegionFull,

                 wmanIf2BsOfdmSubChFocusCtCode,

                 wmanIf2BsOfdmSubChInitRngCapableBs, 

                 wmanIf2BsOfdmContentionRngReqOppSize,

                 wmanIf2BsOfdmContentionRngReqBurstSize,

                 wmanIf2BsOfdmFrameDurationCode,

                 wmanIf2BsOfdmNoiseInterference,

                 wmanIf2BsOfdmUcdFecCodeType,

                 wmanIf2BsOfdmFocusCtPowerBoost,

                 wmanIf2BsOfdmUcdTcsEnable,

                 wmanIf2BsOfdmUcdBurstProfileRowStatus,

                 wmanIf2BsOfdmDcdFecCodeType,

                 wmanIf2BsOfdmTcsEnable,

                 wmanIf2BsOfdmDcdBurstProfileRowStatus}

        STATUS       current

        DESCRIPTION

            "This group contains objects for BS and OFDM PHY."

        ::= { wmanIf2BsMibGroups 5 }

wmanIf2BsMibOfdmaGroup     OBJECT-GROUP

        OBJECTS {-- Uplink Channel

                 wmanIf2BsOfdmaUlAmcAlloPhyBandsBitmap,

                 wmanIf2BsOfdmaInitRngCodes,

                 wmanIf2BsOfdmaPeriodicRngCodes,

                 wmanIf2BsOfdmaBWReqCodes,

                 wmanIf2BsOfdmaPeriodRngBackoffStart,

                 wmanIf2BsOfdmaPeriodRngBackoffEnd,

                 wmanIf2BsOfdmaStartOfRngCodes,

                 wmanIf2BsOfdmaPermutationBase,

                 wmanIf2BsOfdmaULAllocSubchBitmap,

                 wmanIf2BsOfdmaOptPermULAllocSubchBitmap,

                 wmanIf2BsOfdmaBandAMCAllocThreshold,

                 wmanIf2BsOfdmaBandAMCReleaseThreshold,

                 wmanIf2BsOfdmaBandAMCAllocTimer,

                 wmanIf2BsOfdmaBandAMCReleaseTimer,

                 wmanIf2BsOfdmaBandStatRepMAXPeriod,

                 wmanIf2BsOfdmaBandAMCRetryTimer,

                 wmanIf2BsOfdmaSafetyChAllocThreshold,

                 wmanIf2BsOfdmaSafetyChReleaseThreshold,

                 wmanIf2BsOfdmaSafetyChAllocTimer,

                 wmanIf2BsOfdmaSafetyChReleaseTimer,

                 wmanIf2BsOfdmaBinStatusReportMaxPeriod,

                 wmanIf2BsOfdmaSafetyChRetryTimer,

                 wmanIf2BsOfdmaHARQAckDelayDLBurst,

                 wmanIf2BsOfdmaCqichBandAmcTransDelay,

                 wmanIf2BsOfdmaMaxRetransmission,

                 wmanIf2BsOfdmaNormalizedCnOverride,

                 wmanIf2BsOfdmaSizeOfCqichId,       

                 wmanIf2BsOfdmaNormalizedCnValue,

                 wmanIf2BsOfdmaNormalizedCnOverride2,

                 wmanIf2BsOfdmaBandAmcEntryAvgCinr,

                 wmanIf2BsOfdmaAasPreambleUpperBond,

                 wmanIf2BsOfdmaAasPreambleLowerBond,

                 wmanIf2BsOfdmaAasBeamSelectAllowed,

                 wmanIf2BsOfdmaCqichIndicationFlag,

                 wmanIf2BsOfdmaMsUpPowerAdjStep,

                 wmanIf2BsOfdmaMsDownPowerAdjStep,

                 wmanIf2BsOfdmaMinPowerOffsetAdj,

                 wmanIf2BsOfdmaMaxPowerOffsetAdj,

                 wmanIf2BsOfdmaHandoverRangingCodes,

                 wmanIf2BsOfdmaInitialRangingInterval,

                 wmanIf2BsOfdmaTxPowerReport,

                 wmanIf2BsOfdmaNormalizedCnChSounding,

                 wmanIf2BsOfdmaInitialRngBackoffStart,

                 wmanIf2BsOfdmaInitialRngBackoffEnd,

                 wmanIf2BsOfdmaBwRequestBackoffStart,

                 wmanIf2BsOfdmaBwRequestBackoffEnd,

                 wmanIf2BsOfdmaUlPuscSubChRotation,

                 wmanIf2BsOfdmaRelPwrOffetUlHarqBurst,

                 wmanIf2BsOfdmaRelPwrOffetUlMacMgmtBurst,

                 wmanIf2BsOfdmaUlInitialTxTiming,

                 wmanIf2BsOfdmaFastFeedbackRegion,

                 wmanIf2BsOfdmaHarqAckRegion,

                 wmanIf2BsOfdmaRangingRegion,

                 wmanIf2BsOfdmaSoundingRegion,

                 wmanIf2BsOfdmaMsTxPowerLimit,

                 -- Downlink Channel

                 wmanIf2BsOfdmaFrameDurationCode,

                 wmanIf2BsOfdmaHARQAckDelayULBurst,

                 wmanIf2BsOfdmaHarqZonePermutation,

                 wmanIf2BsOfdmaHMaxRetransmission,

                 wmanIf2BsOfdmaRssiCinrAvgParameter,

                 wmanIf2BsOfdmaDlAmcAlloPhyBandsBitmap,

                 wmanIf2BsOfdmaHandoverSupported, 

                 wmanIf2BsOfdmaThresholdAddBsDivSet,

                 wmanIf2BsOfdmaThresholdDelBsDivSet,

                 wmanIf2BsOfdmaAsrSlotLength,

                 wmanIf2BsOfdmaAsrSwitchingPeriod,

                 wmanIf2BsOfdmaTTG,

                 wmanIf2BsOfdmaRTG,

                 -- UCD

                 wmanIf2BsOfdmaUcdFecCodeType,

                 wmanIf2BsOfdmaRangingDataRatio,

                 wmanIf2BsOfdmaUcdBurstProfileRowStatus,

                 -- DCD                 

                 wmanIf2BsOfdmaDcdFecCodeType,

                 wmanIf2BsOfdmaDcdBurstProfileRowStatus}        

        STATUS       current

        DESCRIPTION

            "This group contains objects for OFDMA PHY."

        ::= { wmanIf2BsMibGroups 6 }

wmanIf2BsMibAmGroup     OBJECT-GROUP

        OBJECTS {wmanIf2BsServiceFlowId,

                 wmanIf2BsMacSduCount,

                 wmanIf2BsOctetCount,

                 wmanIf2BsSessionEstablishTime,

                 wmanIf2BsSessionTerminateTime,

                 wmanIf2BsGlobalServiceClass,

                 wmanIf2BsQoSProfileIndex}

        STATUS       current

        DESCRIPTION

            "This group contains objects for Account Management."

        ::= { wmanIf2BsMibGroups 7 }

wmanIf2BsMibPkmGroup     OBJECT-GROUP

        OBJECTS {wmanIf2BsPkmScDataEncryptAlgorithm,

                 wmanIf2BsPkmScDataAuthentAlgorithm,

                 wmanIf2BsPkmScEncryptAlgorithm,

                 wmanIf2BsSsPkmScDataEncryptAlgorithm,

                 wmanIf2BsSsPkmScDataAuthentAlgorithm,

                 wmanIf2BsSsPkmScEncryptAlgorithm}

        STATUS       current

        DESCRIPTION

            "This group contains objects for Security Management -

             common to PKMv1 and PKMv2."

        ::= { wmanIf2BsMibGroups 8 }

wmanIf2BsMibPkmV1Group     OBJECT-GROUP

        OBJECTS {wmanIf2BsPkmV1AkLifetime,

                 wmanIf2BsPkmV1TekLifetime,

                 wmanIf2BsPkmV1SelfSigManufCertTrust,

                 wmanIf2BsPkmV1AuthWaitTimeout,

                 wmanIf2BsPkmV1ReauthWaitTimeout,

                 wmanIf2BsPkmV1AuthGraceTime,

                 wmanIf2BsPkmV1OpWaitTimeout,

                 wmanIf2BsPkmV1RekeyWaitTimeout,

                 wmanIf2BsPkmV1TekGraceTime,

                 wmanIf2BsPkmV1AuthRejectWaitTimeout,

                 wmanIf2BsPkmV1CheckCertValidityPeriods,

                 wmanIf2BsSsPkmV1CaCertificate,

                 wmanIf2BsSsPkmV1SsCertificate,

                 wmanIf2BsSsPkmV1PrimarySaId,

                 wmanIf2BsSsPkmV1AuthKeySequenceNumber,

                 wmanIf2BsSsPkmV1AuthKeyLifetime,

                 wmanIf2BsSsPkmV1AuthRejectError,

                 wmanIf2BsSsPkmV1AuthInvalidError,

                 wmanIf2BsSsPkmV1AkN-1ExpireTime,

                 wmanIf2BsSsPkmV1AkNExpireTime,

                 wmanIf2BsSsPkmV1CertificateStatus,

                 wmanIf2BsSsPkmV1AuthReset,

                 wmanIf2BsSsPkmV1SaType,

                 wmanIf2BsSsPkmV1TekDataEncryptAlgorithm,

                 wmanIf2BsSsPkmV1TekDataAuthentAlgorithm,

                 wmanIf2BsSsPkmV1TekEncryptAlgorithm,

                 wmanIf2BsSsPkmV1TekN-1SequenceNumber,

                 wmanIf2BsSsPkmV1TekN-1Lifetime,

                 wmanIf2BsSsPkmV1TekNSequenceNumber,

                 wmanIf2BsSsPkmV1TekNLifetime,

                 wmanIf2BsSsPkmV1KeyRejectError,

                 wmanIf2BsSsPkmV1TekInvalidError,

                 wmanIf2BsSsPkmV1TekN-1ExpireTime,

                 wmanIf2BsSsPkmV1TekNExpireTime,

                 wmanIf2BsSsPkmV1TekReset}

        STATUS       current

        DESCRIPTION

            "This group contains objects for Security Management -

             PKMv1."

        ::= { wmanIf2BsMibGroups 9 }

wmanIf2BsMibPkmV2Group     OBJECT-GROUP

        OBJECTS {wmanIf2BsPkmPmkPrehandshakeLifetime,

                 wmanIf2BsPkmPmkLifetime,

                 wmanIf2BsSaChallengeTimeout,

                 wmanIf2BsMaxSaTekChallenge,

                 wmanIf2BsSaTekTimeout,

                 wmanIf2BsMaxSaTekRequest,

                 wmanIf2BsSsPkmV2BsCertificate,

                 wmanIf2BsSsPkmV2SsCertificate,

                 wmanIf2BsSsPkmV2SaId,

                 wmanIf2BsSsPkmV2SsRandom,

                 wmanIf2BsSsPkmV2BsRandom,

                 wmanIf2BsSsPkmV2AuthKeySequenceNumber,

                 wmanIf2BsSsPkmV2AuthKeyLifetime,

                 wmanIf2BsSsPkmV2AuthResult,

                 wmanIf2BsSsPkmV2AuthFailure,

                 wmanIf2BsSsPkmV2AkN-1ExpireTime,

                 wmanIf2BsSsPkmV2AkNExpireTime,

                 wmanIf2BsSsPkmV2CertificateStatus,

                 wmanIf2BsSsPkmV2SaType,

                 wmanIf2BsSsPkmV2SaServiceType,

                 wmanIf2BsSsPkmV2TekDataEncryptAlgorithm,

                 wmanIf2BsSsPkmV2TekDataAuthentAlgorithm,

                 wmanIf2BsSsPkmV2TekEncryptAlgorithm,

                 wmanIf2BsSsPkmV2TekN-1SequenceNumber,

                 wmanIf2BsSsPkmV2TekN-1Lifetime,

                 wmanIf2BsSsPkmV2TekNSequenceNumber,

                 wmanIf2BsSsPkmV2TekNLifetime,

                 wmanIf2BsSsPkmV2TekInvalidError,

                 wmanIf2BsSsPkmV2TekN-1ExpireTime,

                 wmanIf2BsSsPkmV2TekNExpireTime,

                 wmanIf2BsSsPkmV2SaTekBsRandom,

                 wmanIf2BsSsPkmV2SaTekAkSequenceNumber,

                 wmanIf2BsSsPkmV2SaTekAkId,

                 wmanIf2BsSsPkmV2KeyLifetime,

                 wmanIf2BsSsPkmV2SaTekMsRandom}

        STATUS       current

        DESCRIPTION

            "This group contains objects for Security Management -

             PKMv2."

        ::= { wmanIf2BsMibGroups 10 }
2.2
Conformance Statements for wmanIf2mBsMib
It proposes the following conformance statements be added to wmanIf2mBsMib.  

--

-- Conformance Information

--

wmanIf2mBsConformance    OBJECT IDENTIFIER ::= {wmanIf2mBsMib 2}

wmanIf2mBsMibGroups      OBJECT IDENTIFIER ::= {wmanIf2mBsConformance 1}

wmanIf2mBsMibCompliances OBJECT IDENTIFIER ::= {wmanIf2mBsConformance 2}

-- compliance statements

wmanIf2mBsMibCompliance MODULE-COMPLIANCE 

        STATUS      current

        DESCRIPTION

            "The compliance statement for devices that implement

             mobile Wireless MAN interfaces as defined in

             IEEE Std 802.16."

        MODULE          -- wmanIf2mBsMib

        -- conditionally mandatory group

        GROUP       wmanIf2mBsMibCmGroup

        DESCRIPTION

            "This group is mandatory for Base Station."

        -- conditionally mandatory group

        GROUP       wmanIf2mBsMibPowerSavingGroup

        DESCRIPTION

            "This group is mandatory for Base Station."

        -- conditionally mandatory group            

        GROUP       wmanIf2mBsMibNeighborAdvGroup      

        DESCRIPTION

            "This group is mandatory for Base Station."

        -- mandatory group

        GROUP       wmanIf2mBsMibPagingGroup

        DESCRIPTION

            "This group is mandatory for Base Station."

        -- conditionally mandatory group

        GROUP       wmanIf2mBsMibServieFlowGroup

        DESCRIPTION

            "This group is mandatory for Base Station implementaing the

             OFDM PHY."            

        -- conditionally mandatory group

        GROUP       wmanIf2mBsMibSleepModeGroup

        DESCRIPTION

            "This group is mandatory for Base Station."

        ::= { wmanIf2mBsMibCompliances 1 }

wmanIf2mBsMibCmGroup     OBJECT-GROUP

        OBJECTS {-- BS Configuration

                 wmanIf2mBsMobNbrAdvInterval,

                 wmanIf2mBsAscAgingTimer,

                 wmanIf2mBsPagingRetryCount,

                 wmanIf2mBsModeSelectFeedbackProcTime,

                 wmanIf2mBsIdleModeSystemTimer,

                 wmanIf2mBsMgmtResourceHoldingTimer,

                 wmanIf2mBsDregCommandRetryCount,

                 wmanIf2mBsT46Timer,

                 wmanIf2mBsT47Timer,

                 wmanIf2mBsPagingInterval,

                 wmanIf2mBs2ndMgmtDlQoSProfileIndex,

                 wmanIf2mBs2ndMgmtUlQoSProfileIndex,

                 wmanIf2mBsBasicCidDlQosProfileIndex,

                 wmanIf2mBsBasicCidUlQosProfileIndex,

                 wmanIf2mBsPrimaryCidDlQosProfileIndex,

                 wmanIf2mBsPrimaryCidUlQosProfileIndex,

                 -- Capability negotiation

                 wmanIf2mBsSsReqCapHandoverSupported,

                 wmanIf2mBsSsReqCapHoProcessTimer,

                 wmanIf2mBsSsReqCapMobilityFeature,

                 wmanIf2mBsSsReqCapSleepRecoveryTime,

                 wmanIf2mBsSsReqCapPreviousIpAddr,

                 wmanIf2mBsSsReqCapIdleModeTimeout,

                 wmanIf2mBsSsReqCapHoConnProcessTime,

                 wmanIf2mBsSsReqCapHoTekProcessTime,

                 wmanIf2mBsSsReqCapPowerSavingType,

                 wmanIf2mBsSsReqCapNumOfPsClassIandII,

                 wmanIf2mBsSsReqCapNumOfPsClassIII, 

                 wmanIf2mBsSsReqCapHoTrigMatrix, 

                 wmanIf2mBsSsReqCapAssociationType,

                 wmanIf2mBsSsRspCapHandoverSupported,

                 wmanIf2mBsSsRspCapRetrainTime,

                 wmanIf2mBsSsRspCapHoProcessTimer,

                 wmanIf2mBsSsRspCapRetransmissionTimer,

                 wmanIf2mBsSsRspCapMobilityFeature,

                 wmanIf2mBsSsRspCapIdleModeTimeout,

                 wmanIf2mBsSsRspCapHoConnProcessTime,

                 wmanIf2mBsSsRspCapHoTekProcessTime,

                 wmanIf2mBsSsRspCapPowerSavingType,

                 wmanIf2mBsSsRspCapNumOfPsClassIandII,

                 wmanIf2mBsSsRspCapNumOfPsClassIII, 

                 wmanIf2mBsSsRspCapHoTrigMatrix, 

                 wmanIf2mBsSsRspCapAssociationType,

                 wmanIf2mBsCapHandoverSupported,

                 wmanIf2mBsCapRetrainTime,

                 wmanIf2mBsCapHoProcessTimer,

                 wmanIf2mBsCapRetransmissionTimer,

                 wmanIf2mBsCapMobilityFeature,

                 wmanIf2mBsCapIdleModeTimeout,

                 wmanIf2mBsCapHoConnProcessTime,

                 wmanIf2mBsCapHoTekProcessTime,

                 wmanIf2mBsCapPowerSavingType,

                 wmanIf2mBsCapNumOfPsClassIandII,

                 wmanIf2mBsCapNumOfPsClassIII, 

                 wmanIf2mBsCapHoTrigMatrix, 

                 wmanIf2mBsCapAssociationType,

                 wmanIf2mBsCapCfgHandoverSupported,

                 wmanIf2mBsCapCfgRetrainTime,

                 wmanIf2mBsCapCfgHoProcessTimer,

                 wmanIf2mBsCapCfgRetransmissionTimer,

                 wmanIf2mBsCapCfgMobilityFeature,

                 wmanIf2mBsCapCfgIdleModeTimeout,

                 wmanIf2mBsCapCfgHoConnProcessTime,

                 wmanIf2mBsCapCfgHoTekProcessTime,

                 wmanIf2mBsCapCfgPowerSavingType,

                 wmanIf2mBsCapCfgNumOfPsClassIandII,

                 wmanIf2mBsCapCfgNumOfPsClassIII, 

                 wmanIf2mBsCapCfgHoTrigMatrix, 

                 wmanIf2mBsCapCfgAssociationType,

                 -- CID update

                 wmanIf2mBsSsNewCid,

                 wmanIf2mBsSsNewSaid,

                 wmanIf2mBsSsOldSaid}                 

        STATUS       current

        DESCRIPTION

            "This group contains objects for Configuration Management."

        ::= { wmanIf2mBsMibGroups 1 }

wmanIf2mBsMibPowerSavingGroup     OBJECT-GROUP

        OBJECTS {-- Power saving mode

                 wmanIf2mBsSsPowerSavingClassId,

                 wmanIf2mBsSsStartFrameNumber,

                 wmanIf2mBsSsPowerSavingClassType,

                 wmanIf2mBsSsPsClassCidDirection,

                 wmanIf2mBsSsTrafficTriggeredWakening,

                 wmanIf2mBsSsInitialSleepWindow,

                 wmanIf2mBsSsFinalSleepWindowBase,

                 wmanIf2mBsSsFinalSleepWindowExponent,

                 wmanIf2mBsSsListeningWindow,

                 wmanIf2mBsSsPowerSavingMode,

                 wmanIf2mBsSsSlpId,

                 wmanIf2mBsSkipOptions,

                 wmanIf2mBsOperatorId,

                 wmanIf2mBsNumOfNeighbors,

                 wmanIf2mBsConfigChangeCount}                 

        STATUS       current

        DESCRIPTION

            "This group contains objects for power saving mode."

        ::= { wmanIf2mBsMibGroups 2 }

wmanIf2mBsMibNeighborAdvGroup     OBJECT-GROUP

        OBJECTS {-- Neighbor Advertizement

                 wmanIf2mBsNeighborBsId,

                 wmanIf2mBsPhyProfileId,

                 wmanIf2mBsFaIndex,                 

                 wmanIf2mBsEirp,

                 wmanIf2mBsPreampleSubchIndex,

                 wmanIf2mBsHandoverProcOptimization,

                 wmanIf2mBsSchedulingService,

                 wmanIf2mBsChannelBandwidth,

                 wmanIf2mBsFftSize,

                 wmanIf2mBsCyclicPrefix,

                 wmanIf2mBsFrameDurationCode,

                 wmanIf2mBsMobilityFeatureSupported,

                 wmanIf2mBsNrbBsPagingGroupListIndex,

                 wmanIf2mBsNeighborAdvRowStatus,

                 -- UCD

                 wmanIf2mBsOfdmaCtBasedResvTimeout,

                 wmanIf2mBsOfdmaUplinkCenterFreq,

                 wmanIf2mBsOfdmaUlRadioResource,

                 wmanIf2mBsOfdmaHandoverRangingStart,

                 wmanIf2mBsOfdmaHandoverRangingEnd,

                 wmanIf2mBsOfdmaUlAmcAlloPhyBandsBitmap,

                 wmanIf2mBsOfdmaInitRngCodes,

                 wmanIf2mBsOfdmaPeriodicRngCodes,

                 wmanIf2mBsOfdmaBWReqCodes,

                 wmanIf2mBsOfdmaPeriodRngBackoffStart,

                 wmanIf2mBsOfdmaPeriodRngBackoffEnd,

                 wmanIf2mBsOfdmaStartOfRngCodes,

                 wmanIf2mBsOfdmaPermutationBase,

                 wmanIf2mBsOfdmaULAllocSubchBitmap,

                 wmanIf2mBsOfdmaOptPermULAlocSubchBitmap,

                 wmanIf2mBsOfdmaBandAMCAllocThreshold,

                 wmanIf2mBsOfdmaBandAMCReleaseThreshold,

                 wmanIf2mBsOfdmaBandAMCAllocTimer,

                 wmanIf2mBsOfdmaBandAMCReleaseTimer,

                 wmanIf2mBsOfdmaBandStatRepMAXPeriod,

                 wmanIf2mBsOfdmaBandAMCRetryTimer,

                 wmanIf2mBsOfdmaSafetyChAllocThreshold,

                 wmanIf2mBsOfdmaSafetyChReleaseThreshold,

                 wmanIf2mBsOfdmaSafetyChAllocTimer,

                 wmanIf2mBsOfdmaSafetyChReleaseTimer,

                 wmanIf2mBsOfdmaBinStatusReportMaxPeriod ,

                 wmanIf2mBsOfdmaSafetyChRetryTimer,

                 wmanIf2mBsOfdmaHARQAckDelayDLBurst,

                 wmanIf2mBsOfdmaCqichBandAmcTransDelay,

                 wmanIf2mBsOfdmaMaxRetransmission,

                 wmanIf2mBsOfdmaNormalizedCnOverride,

                 wmanIf2mBsOfdmaSizeOfCqichId,

                 wmanIf2mBsOfdmaNormalizedCnValue,

                 wmanIf2mBsOfdmaNormalizedCnOverride2,

                 wmanIf2mBsOfdmaBandAmcEntryAvgCinr,

                 wmanIf2mBsOfdmaAasPreambleUpperBond,

                 wmanIf2mBsOfdmaAasPreambleLowerBond,

                 wmanIf2mBsOfdmaAasBeamSelectAllowed,

                 wmanIf2mBsOfdmaCqichIndicationFlag,

                 wmanIf2mBsOfdmaMsUpPowerAdjStep,

                 wmanIf2mBsOfdmaMsDownPowerAdjStep,

                 wmanIf2mBsOfdmaMinPowerOffsetAdj,

                 wmanIf2mBsOfdmaMaxPowerOffsetAdj,

                 wmanIf2mBsOfdmaHandoverRangingCodes,

                 wmanIf2mBsOfdmaInitialRangingInterval,

                 wmanIf2mBsOfdmaTxPowerReport,

                 wmanIf2mBsOfdmaNormalizedCnChSounding,

                 wmanIf2mBsOfdmaInitialRngBackoffStart,

                 wmanIf2mBsOfdmaInitialRngBackoffEnd,       

                 wmanIf2mBsOfdmaBwRequestBackoffStart,

                 wmanIf2mBsOfdmaBwRequestBackoffEnd,

                 wmanIf2mBsOfdmaUlPuscSubChRotation,

                 wmanIf2mBsOfdmaRelPwrOffetUlHarqBurst,

                 wmanIf2mBsOfdmaRelPwrOffetUlMacMgmBurst,

                 wmanIf2mBsOfdmaUlInitialTxTiming,

                 wmanIf2mBsOfdmaFastFeedbackRegion,

                 wmanIf2mBsOfdmaHarqAckRegion,

                 wmanIf2mBsOfdmaRangingRegion,

                 wmanIf2mBsOfdmaSoundingRegion,

                 wmanIf2mBsOfdmaMsTxPowerLimit,

                 -- DCD

                 wmanIf2mBsOfdmaBsEIRP,

                 wmanIf2mBsOfdmaChannelNumber,

                 wmanIf2mBsOfdmaTTG,

                 wmanIf2mBsOfdmaRTG,

                 wmanIf2mBsOfdmaMaxEirp,

                 wmanIf2mBsOfdmaDownlinkCenterFreq,

                 wmanIf2mBsOfdmaBsId,

                 wmanIf2mBsOfdmaMacVersion,

                 wmanIf2mBsOfdmaDlRadioResource,

                 wmanIf2mBsOfdmaFrameDurationCode,

                 wmanIf2mBsOfdmaHARQAackDelayULBurst,

                 wmanIf2mBsOfdmaHarqZonePermutation,

                 wmanIf2mBsOfdmaHMaxRetransmission,

                 wmanIf2mBsOfdmaRssiCinrAvgParameter,

                 wmanIf2mBsOfdmaDlAmcAlloPhyBandsBitmap,

                 wmanIf2mBsOfdmaHandoverSupported,

                 wmanIf2mBsOfdmaThresholdAddBsDivSet,

                 wmanIf2mBsOfdmaThresholdDelBsDivSet,

                 wmanIf2mBsOfdmaAsrSlotLength,

                 wmanIf2mBsOfdmaAsrSwitchingPeriod,

                 wmanIf2mBsOfdmaHysteresisMargin,

                 wmanIf2mBsOfdmaTimeToTrigger,

                 wmanIf2mBsOfdmaMihCapability,

                 wmanIf2mBsOfdmaNspChangeCount,  

                 wmanIf2mBsOfdmaCellType,

                 wmanIf2mBsOfdmaRestartCount}                 

        STATUS       current

        DESCRIPTION

            "This group contains objects for neighbor advertizement."

        ::= { wmanIf2mBsMibGroups 3 }

wmanIf2mBsMibPagingGroup     OBJECT-GROUP

        OBJECTS {-- Paging

                 wmanIf2mBsPagingGroupListIndex,

                 wmanIf2mBsPagingRspWindow,

                 wmanIf2mBsPagingAdvRowStatus,

                 wmanIf2mBsSsMacAddrHash,

                 wmanIf2mBsPagingActionCode,

                 wmanIf2mBsCdmaCode,

                 wmanIf2mBsTransmitOpportunity,

                 wmanIf2mBsPagingGroupsRowStatus}                 

        STATUS       current

        DESCRIPTION

            "This group contains objects for paging."

        ::= { wmanIf2mBsMibGroups 4 }

wmanIf2mBsMibServieFlowGroup     OBJECT-GROUP

        OBJECTS {-- Service Flow

                 wmanIf2mBsServiceFlowDirection,

                 wmanIf2mBsProvisionedGlobalServiceClass,

                 wmanIf2mBsAdmittedGlobalServiceClass,

                 wmanIf2mBsActiveGlobalServiceClass,

                 wmanIf2mBsProvisionedQoSProfileIndex,

                 wmanIf2mBsAdmittedQoSProfileIndex,

                 wmanIf2mBsActiveQoSProfileIndex,

                 wmanIf2mBsArqAttributeIndex,

                 wmanIf2mBsServiceFlowState,

                 wmanIf2mBsCid,

                 wmanIf2mBsSfCsSpecification,

                 wmanIf2mBsSfMinTolerableTrafficRate,

                 wmanIf2mBsSfReqTxPolicy, 

                 wmanIf2mBsSfTargetSaid,

                 wmanIf2mBsSfEstablishTime,

                 wmanIf2mBsSfTerminateTime,

                 -- Classifier 

                 wmanIf2mBsClassifierRulePriority,

                 wmanIf2mBsClassifierRuleIpTosLow,

                 wmanIf2mBsClassifierRuleIpTosHigh,

                 wmanIf2mBsClassifierRuleIpTosMask,

                 wmanIf2mBsClassifierRuleIpProtocol,

                 wmanIf2mBsClassifierRuleIpSrcAddr,

                 wmanIf2mBsClassifierRuleIpSrcMask,

                 wmanIf2mBsClassifierRuleIpDestAddr,

                 wmanIf2mBsClassifierRuleIpDestMask,

                 wmanIf2mBsClassifierRuleSrcPortStart,

                 wmanIf2mBsClassifierRuleSrcPortEnd,

                 wmanIf2mBsClassifierRuleDestPortStart,

                 wmanIf2mBsClassifierRuleDestPortEnd,

                 wmanIf2mBsClassifierRuleDestMacAddr,

                 wmanIf2mBsClassifierRuleDestMacMask,

                 wmanIf2mBsClassifierRuleSrcMacAddr,

                 wmanIf2mBsClassifierRuleSrcMacMask,

                 wmanIf2mBsClassifierRuleEnetType,

                 wmanIf2mBsClassifierRuleEnetProtocol,

                 wmanIf2mBsClassifierRuleUserPriLow,

                 wmanIf2mBsClassifierRuleUserPriHigh,

                 wmanIf2mBsClassifierRuleVlanId,

                 wmanIf2mBsClassifierRuleIpv6FlowLabel,

                 wmanIf2mBsClassifierRulePkts,

                 wmanIf2mBsClassifierRuleBitMap,

                 wmanIf2mBsClassifierRuleAssociatedPhsi,

                 -- PHS rules

                 wmanIf2mBsPhsRulePhsField,

                 wmanIf2mBsPhsRulePhsMask,

                 wmanIf2mBsPhsRulePhsSize,

                 wmanIf2mBsPhsRulePhsVerify,

                 -- QoS Profile

                 wmanIf2mBsQosServiceClassName,

                 wmanIf2mBsQosUlGrantScheduleType,

                 wmanIf2mBsQosTrafficPriority,

                 wmanIf2mBsQosMaximumSustainedRate,

                 wmanIf2mBsQosMinimumReservedRate,

                 wmanIf2mBsQosMaximumTrafficBurst,

                 wmanIf2mBsQosToleratedJitter,

                 wmanIf2mBsQosMaxLatency,

                 wmanIf2mBsQosUnsolicitedGrantInterval,

                 wmanIf2mBsQosSduSize,

                 wmanIf2mBsQosUnsolicitedPollInterval,

                 -- ARQ attributes

                 wmanIf2mBsArqEnable,

                 wmanIf2mBsArqWindowSize,

                 wmanIf2mBsArqBlockLifetime,

                 wmanIf2mBsArqSyncLossTimeout,

                 wmanIf2mBsArqDeliverInOrder,

                 wmanIf2mBsArqRxPurgeTimeout,

                 wmanIf2mBsArqBlockSize,

                 wmanIf2mBsArqAckProcessingTime}

        STATUS       current

        DESCRIPTION

            "This group contains objects for service flow."

        ::= { wmanIf2mBsMibGroups 5 }

wmanIf2mBsMibSleepModeGroup     OBJECT-GROUP

        OBJECTS {wmanIf2mBsSsSleepWindowStarted,

                 wmanIf2mBsSsListeningWindowStarted,

                 wmanIf2mBsSsPendingMsdu,

                 wmanIf2mBsSsSleepWindowTimeStamp,

                 wmanIf2mBsScanReqDuration,

                 wmanIf2mBsScanReqInterleavingInterval,

                 wmanIf2mBsScanReqIteration,

                 wmanIf2mBsNumOfRecommendedBs,

                 wmanIf2mBsScanConfigChangeCount,

                 wmanIf2mBsScanRspDuration,

                 wmanIf2mBsScanRspInterleavingInterval,

                 wmanIf2mBsScanRspIteration,

                 wmanIf2mBsReportMode,

                 wmanIf2mBsReportPeriod,

                 wmanIf2mBsReportMatric,

                 wmanIf2mBsStartFrame,

                 wmanIf2mBsFullBsId,

                 wmanIf2mBsScanningType,

                 wmanIf2mBsRendezvousTime,

                 wmanIf2mBsScanCdmaCode,

                 wmanIf2mBsTxOpportunityOffset,

                 wmanIf2mBsCinrMean,

                 wmanIf2mBsRssiMean,

                 wmanIf2mBsRelativeDelay,

                 wmanIf2mBsFbssMdhoCinrMean,

                 wmanIf2mBsFbssMdhoRssiMean,

                 wmanIf2mBsFbssMdhoRelativeDelay,

                 wmanIf2mBsFbssMdhoRtd}                 

        STATUS       current

        DESCRIPTION

            "This group contains objects for sleep mode."

        ::= { wmanIf2mBsMibGroups 6 }
2.3
Conformance Statements for wmanIf2fBsMib
It proposes the following conformance statements be added to wmanIf2fBsMib.  

--

-- Conformance Information

--

wmanIf2fBsConformance    OBJECT IDENTIFIER ::= {wmanIf2fBsMib 8}

wmanIf2fBsMibGroups      OBJECT IDENTIFIER ::= {wmanIf2fBsConformance 1}

wmanIf2fBsMibCompliances OBJECT IDENTIFIER ::= {wmanIf2fBsConformance 2}

-- compliance statements

wmanIf2fBsMibCompliance MODULE-COMPLIANCE 

        STATUS      current

        DESCRIPTION

            "The compliance statement for devices that implement

             fixed Wireless MAN interfaces as defined in

             IEEE Std 802.16."

        MODULE          -- wmanIf2fBsMib

        -- conditionally mandatory group

        GROUP       wmanIf2fBsMibProvSfGroup

        DESCRIPTION

            "This group is mandatory for Base Station."

        -- conditionally mandatory group

        GROUP       wmanIf2fBsMibActSfGroup

        DESCRIPTION

            "This group is mandatory for Base Station."

        ::= { wmanIf2fBsMibCompliances 1 }

wmanIf2fBsMibProvSfGroup     OBJECT-GROUP

        OBJECTS {-- service flow

                 wmanIf2fBsSfDirection,

                 wmanIf2fBsServiceClassIndex,

                 wmanIf2fBsSfState,

                 wmanIf2fBsSfProvisionedTime,

                 wmanIf2fBsSfCsSpecification,

                 wmanIf2fBsProvisionedSfRowStatus,

                 -- QoS profiles

                 wmanIf2fBsQosServiceClassName,

                 wmanIf2fBsQoSTrafficPriority,

                 wmanIf2fBsQoSMaxSustainedRate,

                 wmanIf2fBsQoSMaxTrafficBurst,

                 wmanIf2fBsQoSMinReservedRate,

                 wmanIf2fBsQoSToleratedJitter,

                 wmanIf2fBsQoSMaxLatency,

                 wmanIf2fBsQoSFixedVsVariableSduInd,

                 wmanIf2fBsQoSSduSize,

                 wmanIf2fBsQosScSchedulingType,

                 wmanIf2fBsQosScArqEnable,

                 wmanIf2fBsQosScArqWindowSize,

                 wmanIf2fBsQosScArqBlockLifetime,

                 wmanIf2fBsQosScArqSyncLossTimeout,

                 wmanIf2fBsQosScArqDeliverInOrder,

                 wmanIf2fBsQosScArqRxPurgeTimeout,

                 wmanIf2fBsQosScArqBlockSize,

                 wmanIf2fBsQosSCMinRsvdTolerableRate,

                 wmanIf2fBsQoSReqTxPolicy,

                 wmanIf2fBsQoSServiceClassRowStatus,

                 -- Classifier rules

                 wmanIf2fBsProvClsfRulePriority,

                 wmanIf2fBsProvClsfRuleIpTosLow,

                 wmanIf2fBsProvClsfRuleIpTosHigh,

                 wmanIf2fBsProvClsfRuleIpTosMask,

                 wmanIf2fBsProvClsfRuleIpProtocol,

                 wmanIf2fBsProvClsfRuleIpSrcAddr,

                 wmanIf2fBsProvClsfRuleIpSrcMask,

                 wmanIf2fBsProvClsfRuleIpDestAddr,

                 wmanIf2fBsProvClsfRuleIpDestMask,

                 wmanIf2fBsProvClsfRuleSrcPortStart,

                 wmanIf2fBsProvClsfRuleSrcPortEnd,

                 wmanIf2fBsProvClsfRuleDestPortStart,

                 wmanIf2fBsProvClsfRuleDestPortEnd,

                 wmanIf2fBsProvClsfRuleDestMacAddr,

                 wmanIf2fBsProvClsfRuleDestMacMask,

                 wmanIf2fBsProvClsfRuleSrcMacAddr,

                 wmanIf2fBsProvClsfRuleSrcMacMask,

                 wmanIf2fBsProvClsfRuleEnetProtType,

                 wmanIf2fBsProvClsfRuleEnetProtocol,

                 wmanIf2fBsProvClsfRuleUserPriLow,

                 wmanIf2fBsProvClsfRuleUserPriHigh,

                 wmanIf2fBsProvClsfRuleVlanId,

                 wmanIf2fBsProvClsfRuleIpv6FlowLabel,

                 wmanIf2fBsProvClsfRuleActionRule,

                 wmanIf2fBsProvClsfRuleBitMap,

                 wmanIf2fBsProvClsfRuleAssociatedPhsi,

                 wmanIf2fBsProvClsfRuleRowStatus,

                 -- PHS rules        

                 wmanIf2fBsProvPhsRulePhsField,

                 wmanIf2fBsProvPhsRulePhsMask,

                 wmanIf2fBsProvPhsRulePhsSize,

                 wmanIf2fBsProvPhsRulePhsVerify,

                 wmanIf2fBsProvPhsRuleRowStatus}                 

        STATUS       current

        DESCRIPTION

            "This group contains objects for provisioned service flows."

        ::= { wmanIf2fBsMibGroups 1 }

wmanIf2fBsMibActSfGroup     OBJECT-GROUP

        OBJECTS {-- service flows

                 wmanIf2fBsSfCid,

                 wmanIf2fBsServiceFlowDirection,

                 wmanIf2fBsServiceFlowState,

                 wmanIf2fBsTrafficPriority,

                 wmanIf2fBsMaxSustainedRate,

                 wmanIf2fBsMaxTrafficBurst,

                 wmanIf2fBsMinReservedRate,

                 wmanIf2fBsToleratedJitter,

                 wmanIf2fBsMaxLatency,

                 wmanIf2fBsFixedVsVariableSduInd,

                 wmanIf2fBsSduSize,

                 wmanIf2fBsSfSchedulingType,

                 wmanIf2fBsArqEnable,

                 wmanIf2fBsArqWindowSize,

                 wmanIf2fBsArqBlockLifetime,

                 wmanIf2fBsArqSyncLossTimeout,

                 wmanIf2fBsArqDeliverInOrder,

                 wmanIf2fBsArqRxPurgeTimeout,

                 wmanIf2fBsArqBlockSize,

                 wmanIf2fBsMinRsvdTolerableRate,

                 wmanIf2fBsReqTxPolicy,

                 wmanIf2fBsCsSpecification,

                 wmanIf2fBsTargetSaid,

                 -- Classifier rules

                 wmanIf2fBsClassifierRulePriority,

                 wmanIf2fBsClassifierRuleIpTosLow,

                 wmanIf2fBsClassifierRuleIpTosHigh,

                 wmanIf2fBsClassifierRuleIpTosMask,

                 wmanIf2fBsClassifierRuleIpProtocol,

                 wmanIf2fBsClassifierRuleIpSourceAddr,

                 wmanIf2fBsClassifierRuleIpSourceMask,

                 wmanIf2fBsClassifierRuleIpDestAddr,

                 wmanIf2fBsClassifierRuleIpDestMask,

                 wmanIf2fBsClassifierRuleSourcePortStart,

                 wmanIf2fBsClassifierRuleSourcePortEnd,

                 wmanIf2fBsClassifierRuleDestPortStart,

                 wmanIf2fBsClassifierRuleDestPortEnd,

                 wmanIf2fBsClassifierRuleDestMacAddr,

                 wmanIf2fBsClassifierRuleDestMacMask,

                 wmanIf2fBsClassifierRuleSourceMacAddr,

                 wmanIf2fBsClassifierRuleSourceMacMask,

                 wmanIf2fBsClassifierRuleEnetProtocolTyp,

                 wmanIf2fBsClassifierRuleEnetProtocol,

                 wmanIf2fBsClassifierRuleUserPriLow,

                 wmanIf2fBsClassifierRuleUserPriHigh,

                 wmanIf2fBsClassifierRuleVlanId,

                 wmanIf2fBsClassifierRulePkts,

                 wmanIf2fBsClassifierRuleIpv6FlowLabel,

                 wmanIf2fBsClassifierRuleActionRule,

                 wmanIf2fBsClassifierRuleBitMap,

                 wmanIf2fBsClassifierRuleAssociatedPhsi,

                 -- PHS rules        

                 wmanIf2fBsPhsRulePhsField,

                 wmanIf2fBsPhsRulePhsMask,

                 wmanIf2fBsPhsRulePhsSize,

                 wmanIf2fBsPhsRulePhsVerify}                 

        STATUS       current

        DESCRIPTION

            "This group contains objects for active service flows."

        ::= { wmanIf2fBsMibGroups 2 }
2.4
Conformance Statements for wmanIf2SsMib
It proposes the following conformance statements be added to wmanIf2SsMib.  

--

-- Conformance Information

--

wmanIf2SsConformance    OBJECT IDENTIFIER ::= {wmanIf2SsMib 8}

wmanIf2SsMibGroups      OBJECT IDENTIFIER ::= {wmanIf2SsConformance 1}

wmanIf2SsMibCompliances OBJECT IDENTIFIER ::= {wmanIf2SsConformance 2}

-- compliance statements

wmanIf2SsMibCompliance MODULE-COMPLIANCE 

        STATUS      current

        DESCRIPTION

            "The compliance statement for devices that implement

             Wireless MAN interfaces as defined in IEEE Std 802.16."

        MODULE          -- wmanIf2fBsMib

        -- conditionally mandatory group

        GROUP       wmanIf2SsMibConfigGroup

        DESCRIPTION

            "This group is mandatory for Subscriber Station."

        -- conditionally mandatory group

        GROUP       wmanIf2mSsMibConfigGroup

        DESCRIPTION

            "This group is mandatory for Mobile Station."

        -- conditionally mandatory group

        GROUP       wmanIf2SsMibNotificationGroup

        DESCRIPTION

            "This group is mandatory for Subscriber Station."            

        ::= { wmanIf2SsMibCompliances 1 }

wmanIf2SsMibConfigGroup     OBJECT-GROUP

        OBJECTS {-- SS configuration

                 wmanIf2SsLostDLMapInterval,

                 wmanIf2SsLostULMapInterval,

                 wmanIf2SsContentionRangRetries,

                 wmanIf2SsRequestRetries,

                 wmanIf2SsRegRequestRetries,

                 wmanIf2SsTftpBackoffStart,

                 wmanIf2SsTftpBackoffEnd,

                 wmanIf2SsTftpRequestRetries,

                 wmanIf2SsTftpDownloadRetries,

                 wmanIf2SsTftpWait,

                 wmanIf2SsToDRetries,

                 wmanIf2SsToDRetryPeriod,

                 wmanIf2SsT1Timeout,

                 wmanIf2SsT2Timeout,

                 wmanIf2SsT3Timeout,

                 wmanIf2SsT4Timeout,

                 wmanIf2SsT6Timeout,

                 wmanIf2SsT12Timeout,

                 wmanIf2SsT14Timeout,

                 wmanIf2SsT18Timeout,

                 wmanIf2SsT20Timeout,

                 wmanIf2SsT21Timeout,

                 wmanIf2SsSBCRequestRetries,

                 wmanIf2SsTftpCpltRetries,

                 wmanIf2SsT26Timeout,

                 wmanIf2SsPowerControlIeProcTime,

                 wmanIf2SsT28Timeout,

                 wmanIf2SsT29Timeout,

                 wmanIf2SsT30Timeout,

                 wmanIf2SsSaChallengeTimer,

                 wmanIf2SsSaChallengeMaxResends,

                 wmanIf2SsSaTekTimer,

                 wmanIf2SsSaTekReqMaxResends,

                 wmanIf2SsUlMapProcTime,

                 wmanIf2SsRangRespProcTime,

                 wmanIf2SsInvitedRangRetries,

                 wmanIf2SsDSxReqRetries,

                 wmanIf2SsDSxRespRetries,

                 wmanIf2SsT7Timeout,

                 wmanIf2SsT8Timeout,

                 wmanIf2SsT10Timeout,

                 wmanIf2SsT22Timeout,

                 wmanIf2SsTrapControlRegister,

                 wmanIf2SsRssiLowThreshold,

                 wmanIf2SsRssiHighThreshold,

                 wmanIf2SsMacAddress,

                 wmanIf2SsRssiStatus,

                 wmanIf2SsRssiStatusInfo,

                 wmanIf2SsSilentStateInfo}                 

        STATUS       current

        DESCRIPTION

            "This group contains objects for SS configuration."

        ::= { wmanIf2SsMibGroups 1 }

wmanIf2mSsMibConfigGroup     OBJECT-GROUP

        OBJECTS {-- MS configuration

                 wmanIf2mSsMinSleepInterval,

                 wmanIf2mSsMaxSleepInterval,

                 wmanIf2mSsListeningInterval,

                 wmanIf2mSsNrbBsIndexValidityTime,

                 wmanIf2mSsAscAgingTimer,

                 wmanIf2mSsServingBsidAgingTimer,

                 wmanIf2mSsT42Timer,

                 wmanIf2mSsFastTrackingRspProcTime,

                 wmanIf2mSsModeSelectFeedbackProcTime,

                 wmanIf2mSsIdleModeTimer,

                 wmanIf2mSsT43Timer,

                 wmanIf2mSsT44Timer,

                 wmanIf2mSsT45Timer,

                 wmanIf2mSsDregReqRetryCount,

                 wmanIf2mSsHoProcOptimizeMsTimerRetry,

                 wmanIf2mSsPagingInterval,

                 wmanIf2mSsMaxDirScanTime}                 

        STATUS       current

        DESCRIPTION

            "This group contains objects for MS configuration."

        ::= { wmanIf2SsMibGroups 2 }

wmanIf2SsMibNotificationGroup     NOTIFICATION-GROUP

        NOTIFICATIONS {wmanIf2SsDhcpSuccessTrap,

                       wmanIf2SsRssiStatusChangeTrap, 

                       wmanIf2SsPkmSilentStateTrap}

        STATUS       current

        DESCRIPTION

            "This group contains SS event notifications."

        ::= { wmanIf2SsMibGroups 3 }
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