
IEEE C802.16maint-08/207r2

	Project
	IEEE 802.16 Broadband Wireless Access Working Group <http://ieee802.org/16>

	Title
	Handover Rejection and Target BS indication from MS in MOB_HO-IND

	Date Submitted
	2008-05-15

	Source(s)
	Shahab Sayeedi
Joe Schumacher
Motorola*
[Address Line 2 (optional)]
	Voice:
+1 (847) 632-3877
E-mail:
shahab.sayeedi@motorola.com
*<http://standards.ieee.org/faqs/affiliationFAQ.html>

	Re:
	802.16 Rev2, LB26c

	Abstract
	Correction to MOB_HO-IND message. This message may include Target_BS_ID when HO_IND_type field is set to 0b00 or 0b10. This contribution corrects this oversight which was missed in the original contribution approved from Rev2/D3.

	Purpose
	Review and approve

	Notice
	This document does not represent the agreed views of the IEEE 802.16 Working Group or any of its subgroups. It represents only the views of the participants listed in the “Source(s)” field above. It is offered as a basis for discussion. It is not binding on the contributor(s), who reserve(s) the right to add, amend or withdraw material contained herein.

	Release
	The contributor grants a free, irrevocable license to the IEEE to incorporate material contained in this contribution, and any modifications thereof, in the creation of an IEEE Standards publication; to copyright in the IEEE’s name any IEEE Standards publication even though it may include portions of this contribution; and at the IEEE’s sole discretion to permit others to reproduce in whole or in part the resulting IEEE Standards publication. The contributor also acknowledges and accepts that this contribution may be made public by IEEE 802.16.

	Patent Policy
	The contributor is familiar with the IEEE-SA Patent Policy and Procedures:

<http://standards.ieee.org/guides/bylaws/sect6-7.html#6> and <http://standards.ieee.org/guides/opman/sect6.html#6.3>.

Further information is located at <http://standards.ieee.org/board/pat/pat-material.html> and <http://standards.ieee.org/board/pat>.


MOB_HO-IND Message Correction
Shahab Sayeedi, Joe Schumacher

Motorola

Change request
6.3.2.3.50 MOB_HO-IND (HO indication) message 

[add the following text on page 239, line 45 as indicated:]

The MOB_HO-IND message may include the following parameter encoded as a TLV tuple if HO_IND-type is set to 0b10:


Alternate_Target_BS (see 11.15.2)

If the MS sends the MOB_HO-IND with HO_IND_type set to 0b10 (HO reject), the MS may send this TLV to indicate its preferred handoff target BS.

[add section 11.15.2 as indicated:]

11.15.2 Alternate_Target_BS

The MS may include the Alternate_Target_BS TLV in a MOB_HO-IND message in which the HO_IND_type is set to 0b10 (HO reject, see 6.3.2.3.50) in order to indicate its preferred HO target. If the MS includes this TLV, the MS shall set bits 63-16 to the BS_ID of the proposed HO target, and shall set bits 15-0 to the preamble of the target BS.

	Type
	Length
	Value
	Scope

	2
	8
	bits 63-16: Target_BS_ID

bits 15-0:   Preamble Index/Subchannel Index
	MOB_HO-IND



  


