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Network Service Provider List Provisioning  
Joey Chou
Intel
1. Introduction
This document proposes adding wmanIf2mBsNetworkServiceProviderTable to wmanIf2mBsConfiguration to enable the provisioning of Network Service Provider list.
2. Proposed Text

2.1
MIB Module Description
13.1.4.1.1 wmanIf2mBsConfiguration
Figure 330 shows the structure of wmanIf2mBsConfiguration subtree.

 [Replaced Figure 330 as the following]
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Figure 330—wmanIf2mBsConfiguration structure

[Add subclause 11.1.4.1.1.7]
13.1.4.1.1.7 wmanIf2mBsNetworkServiceProviderTable
wmanIf2mBsNetworkServiceProviderTable contains the list of NetworkService Provider to be sent by SBC-RSP or broadcast by SII-ADV message.
2.2
ASN.1 Notations – wmanIf2BsCm
It proposes the following new code be added to the wmanIf2mBsConfiguration.  
WmanIf2mNspId ::= TEXTUAL-CONVENTION

        STATUS      current

        DESCRIPTION     

            "24-bit Network Service Provider Identifiers "

        REFERENCE

            "Subclause 11.1.11.1"

        SYNTAX      OCTET STRING (SIZE(3))
--

-- wmanIf2mBsNetworkServiceProviderTable       

--             

wmanIf2mBsNetworkServiceProviderTable OBJECT-TYPE

        SYNTAX      SEQUENCE OF WmanIf2mBsNetworkServiceProviderEntry

        MAX-ACCESS  not-accessible

        STATUS      current

        DESCRIPTION

            "This table contains the list of NetworkService Provider to

             be sent by SBC-RSP or broadcast by SII-ADV message."

        REFERENCE

            "Subclause 11.1.11"

        ::= { wmanIf2mBsConfiguration 7 }

wmanIf2mBsNetworkServiceProviderEntry OBJECT-TYPE

        SYNTAX      WmanIf2mBsNetworkServiceProviderEntry

        MAX-ACCESS  not-accessible

        STATUS      current

        DESCRIPTION

            ""

        INDEX     { ifIndex, wmanIf2mBsNspListIndex }

        ::= { wmanIf2mBsNetworkServiceProviderTable 1 }

WmanIf2mBsNetworkServiceProviderEntry ::= SEQUENCE {

        wmanIf2mBsNspListIndex                  Integer32,

        wmanIf2mBsNspIdentifier                 WmanIf2mNspId,

        wmanIf2mBsVerboseNspNameLength          Integer32,

        wmanIf2mBsVerboseNspName                OCTET STRING,

        wmanIf2mBsNspRowStatus                  RowStatus}

wmanIf2mBsNspListIndex OBJECT-TYPE

        SYNTAX      Integer32 (0 .. 65535)

        MAX-ACCESS  not-accessible

        STATUS      current

        DESCRIPTION

            "Index to NSP list."

        ::= { wmanIf2mBsNetworkServiceProviderEntry 1 }

wmanIf2mBsNspIdentifier OBJECT-TYPE

        SYNTAX      WmanIf2mNspId

        MAX-ACCESS  read-create

        STATUS      current

        DESCRIPTION

            "Network Service Provider identifier."

        ::= { wmanIf2mBsNetworkServiceProviderEntry 2 }

wmanIf2mBsVerboseNspNameLength OBJECT-TYPE

        SYNTAX      Integer32 (0 .. 255)

        MAX-ACCESS  read-create

        STATUS      current

        DESCRIPTION

            "Length of the Verbose NSP Name."

        ::= { wmanIf2mBsNetworkServiceProviderEntry 3 }

wmanIf2mBsVerboseNspName OBJECT-TYPE

        SYNTAX      OCTET STRING (SIZE (255))

        MAX-ACCESS  read-create

        STATUS      current

        DESCRIPTION

            "The verbose name of the NSP."

        ::= { wmanIf2mBsNetworkServiceProviderEntry 4 }

wmanIf2mBsNspRowStatus OBJECT-TYPE

        SYNTAX          RowStatus

        MAX-ACCESS      read-create

        STATUS          current

        DESCRIPTION

            "This object is used to ensure that the write, create,

             delete operation to multiple columns is guaranteed to be

             treated as atomic operation by agent."

        ::= { wmanIf2mBsNetworkServiceProviderEntry 5 }
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