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1. Introduction
This contribution proposes text and ASN.1 code to support MBS content table. 
2. Proposed Text

2.1
Changes to wmanIf2BsCm
13.1.3.2 wmanIf2BsCm
[Add the following tables to Figure 323]
· wmanIf2BsMbsContentTable
[Insert the following paragraphs to subclause 13.1.3.2.9]

13.1.3.2.9 wmanIf2BsMbsContentTable

wmanIf2BsMbsContentTable contains the MBS contents IDs that are used to distinguish the logical MBS connections within a MBS CID.

2.2 Changes to wmanIf2Mib
13.2.3 wmanIf2BsMib

[Add the following tables to wmanIf2Mib] 

wmanIf2BsMbsContentTable OBJECT-TYPE

        SYNTAX      SEQUENCE OF WmanIf2BsMbsContentEntry

        MAX-ACCESS  not-accessible

        STATUS      current

        DESCRIPTION

            "This table contains the MBS contents IDs that are used to

             distinguish the logical MBS connections within a MBS CID.

             The provision of MBS content IDs will be used in DSA

             message to create a multicast CID. The provision of logical

             channel ID along with multicast CID will be used in the MBS

             MAP message."

        REFERENCE            

            "Subclause 11.13.37"

        ::= { wmanIf2BsCm 9 }

wmanIf2BsMbsContentEntry OBJECT-TYPE

        SYNTAX      WmanIf2BsMbsContentEntry

        MAX-ACCESS  not-accessible

        STATUS      current

        DESCRIPTION

            ""

        INDEX     { ifIndex,

                    wmanIf2BsMbsCid,

                    wmanIf2BsMbsContentId }

        ::= { wmanIf2BsMbsContentTable 1 }

WmanIf2BsMbsContentEntry ::= SEQUENCE {

        wmanIf2BsMbsContentId                   Integer32,

        wmanIf2BsMbsLogicalChannelId            Integer32}

wmanIf2BsMbsContentId OBJECT-TYPE

        SYNTAX      Integer32  (0 .. 65535)

        MAX-ACCESS  not-accessible

        STATUS      current

        DESCRIPTION

            "MBS content ID."

        ::= { wmanIf2BsMbsContentEntry 1 }

wmanIf2BsMbsLogicalChannelId OBJECT-TYPE

        SYNTAX      Integer32  (0 .. 255)

        MAX-ACCESS  read-only

        STATUS      current

        DESCRIPTION

            "This object pairs with Multicast CID in MBS_DATA_IE. It is

             allocated to each MBS Contents IDs."

        ::= { wmanIf2BsMbsContentEntry 2 }        
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