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HARQ channel negotiation
Erik Colban, Wee Peng Goh
NextWave Wireless Inc. 
Background
Comment #719 in ballot 802.16Rev2R0 is not resolved to my satisfaction. The problem is that when HARQ channel mapping TLV is absence in the REQ but appear in RSP message or vice versa, the connection creation should not assume that all HARQ channels can be used.
Proposed Changes
Modify section 11.13.33, page 1314, line 63 to page 1315, line 13 with:

This TLV is valid only infor HARQ-enabled connections. It specifies athe set of HARQ channels number that may be used tofor carrying data fromon this connection acceptable to the sender of this TLV. This TLV may specify more then one channel per connection. A HARQ channels may be shared by more than one connection. An absent of this TLV means all HARQ channels can be used by this connection. The absence of this TLV in any of the REQ or RSP messages ofrelevant for the connection creation means that the sender of the message accepts that all HARQ channels from '0' up to the number of HARQ channels supported canmay be used by this connection. Only the HARQ channels commonly accepted for the connection by the MS and the BS may be used. The relevance connections of this parameter when it appears in the SBC-REQ/RSP messages areis the Basic, Primary, and Secondary CIDsconnections. HARQ Channel mapping is enabled independently in the UL and DL directions. For the UL management connections, this TLV is encapsulated in the compound UL service flow TLV Type = 145. For the DL management connections, this TLV is encapsulated in the compound DL service flow TLV Type = 146

  


