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Wrong Dependency between Extended HARQ IE and sub-DL-UL-MAP for first Zone  
Zheng Yan-Xiu
Maintenance Task Group
Introduction

This contribution is intended to incorporate changes agreed based on the liaison IEEE L802.16-11/0052r1.
Proposed Text

[Remedy 1]

 [Adopt the following changes on line 9 in page 1004 in section 8.4.5.3.21 in IEEE802.16Rev3/D1:]
A non-HARQ MS is required to decode DL HARQ Chase Subburst IEs with ACK Disable = 1 if the MS has the capability to decode the extended HARQ IEs. (See Table 433, Table 434, and Table 435.)
[Remedy 2]

[Adopt the following changes on line 1 in page 1521 in section 11.8.3.5.10 in IEEE802.16Rev3/D1:]
11.8.3.5.10 OFDMA MAP capability

The OFDMA MAP Capability field indicates the different MAP options supported by a WirelessMANOFDMA

PHY. This field is not used for other PHY specifications. A bit value of 0 indicates “not supported” while 1 indicates “supported.”

Support for Extended HARQ IE mandates a support for SUB-DL-UL-MAP for first zone.
	Type 
	Length 
	Value 
	Scope

	172
	1
	Bit 0: HARQ MAP Capability

Bit 1: Extended HARQ DL MAP IE  and HARQ UL MAP IE capability

Bit 2: Sub MAP capability for first zone

Bit 3: Sub MAP capability for other zones

Bit 4: DL region definition support

Bits 5–7: Reserved
	SBC-REQ (see 6.3.2.3.23)

SBC-RSP (see 6.3.2.3.24)


[Remedy 3:]
[Adopt the following changes on line 32 in page 1526 in section 11.8.3.5.18 in IEEE802.16Rev3/D1:]
	Sets
	Items
	Sub-items
	References

	OFDMA PHY

parameter set A
	..
	..
	..

	
	OFDMA MAP capability
	Extended HARQ DL MAP IE  and HARQ UL MAP IE capability
	11.8.3.5.10

	
	
	Sub MAP capability for first zone
	


[Remedy 4:]

[Adopt the following changes on line 35 in page 1527 in section 11.8.3.5.18 in IEEE802.16Rev3/D1:]
	Sets
	Items
	Sub-items
	References

	OFDMA PHY

parameter set B
	..
	..
	..

	
	OFDMA MAP capability
	Extended HARQ DL MAP IE  and HARQ UL MAP IE capability
	11.8.3.5.10

	
	
	Sub MAP capability for first zone
	



  


