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Comment 
In [1] Table 11.3-1 cyclic prefix 1/16 should be added

In [1] Table 11.3-1 there is an inexact value (due to rounding) of idle time for 5, 10, 20 MHz
Suggested remedy:

Replace  “[Table 11.3-1: OFDMA parameters for IEEE 802.16m] ( proposal-1” by the following table
	Nominal Channel Bandwidth (MHz) 
	5 
	7 
	8.75 
	10 
	20 

	Over-sampling Factor 
	28/25 
	8/7 
	8/7 
	28/25 
	28/25 

	Sampling Frequency (MHz) 
	5.6 
	8 
	10 
	11.2 
	22.4 

	FFT Size 
	512 
	1024 
	1024 
	1024 
	2048 

	Sub-Carrier Spacing (kHz) 
	10.9375
	7.8125
	9,765625
	10.9375
	10.9375

	OFDMA Useful Symbol Time Tu (μs) 
	91.42857
	128 
	102.4 
	91.42857 
	91.42857

	Cyclic Prefix (CP) 
	symbol Duration Ts (μs) 
	Number of OFDM Symbols per Frame 
	Idle Time (μs)

	Tg=1/8 Tu 
	91.429 + 11.429= 102,85714
(for 5, 10, 20 MHz) 
	48 (for 5, 10, 20 MHz) 
	62,8571 

	
	128+16=144 (for 7 MHz) 
	34 (for 7 MHz) 
	104 

	
	102.4+12.8=115.2 
(for 8.75 MHz) 
	43 (for 8.75 MHz) 
	46.40 

	Tg=1/16 Tu 
	91.429 + 5,71= 97,142857
(for 5, 10, 20 MHz) 
	51 (for 5, 10, 20 MHz) 
	45,7143 

	
	128+8=136 (for 7 MHz) 
	36 (for 7 MHz) 
	104 

	
	102.4+6,4=108,8 
(for 8.75 MHz) 
	45 (for 8.75 MHz) 
	104 



  


