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Corrections to Table 735 (UL MIMO Parameters)
David Mazzarese et Al.

Samsung Electronics
Introduction
This is an editorial implementation issue relative to comment 249 in database 80216m-09_0023r3. Table 735 of UL MIMO parameters proposed in C80216m-09/1048 has been reflected incorrectly in the AWD [1]. The table of DL MIMO parameters was inserted instead. The two sentences following that table were also taken from the DL MIMO text. The text proposed below is taken exactly from C80216m-09/1048, as accepted by comment 249 in database 80216m-09_0023r3.
References
[1] IEEE 802.16m-09/0010r2, “IEEE 802.16m Amendment Working Document (AWD)”, 2009-06-31.

Text proposal for inclusion in the 802.16m amendment

<Modify the text starting on Page 313 Line 17>

-------------------------------  Text Start  ---------------------------------------------------
Table 735 – DL MIMO Parameters
	
	Number of transmit antennas
	STC rate per layer
	Number of streams
	Number of subcarriers
	Number of layers

	
	Nt
	R
	Mt
	NF
	L

	MIMO mode 0
	2
	1
	2
	2
	1

	
	4
	1
	2
	2
	1

	
	8
	1
	2
	2
	1

	MIMO mode 1 and MIMO mode 2
	2
	1
	1
	1
	1

	
	2
	2
	2
	1
	1

	
	4
	1
	1
	1
	1

	
	4
	2
	2
	1
	1

	
	4
	3
	3
	1
	1

	
	4
	4
	4
	1
	1

	
	8
	1
	1
	1
	1

	
	8
	2
	2
	1
	1

	
	8
	3
	3
	1
	1

	
	8
	4
	4
	1
	1

	
	8
	5
	5
	1
	1

	
	8
	6
	6
	1
	1

	
	8
	7
	7
	1
	1

	
	8
	8
	8
	1
	1

	MIMO mode 3 and MIMO mode 4
	2
	1
	2
	1
	2

	
	4
	1
	2
	1
	2

	
	4
	1
	3
	1
	3

	
	4
	1
	4
	1
	4

	
	8
	1
	2
	1
	2

	
	8
	1
	3
	1
	3

	
	8
	1
	4
	1
	4


Mt refers to the number of streams transmitted to one MS with MIMO modes 0, 1, and 2. 

Mt refers to the total number of streams transmitted to multiple MS on the same RU with MIMO modes 3 and 4.

Table 735 – UL MIMO Parameters
	
	Number of transmit antennas
	STC rate per layer
	Number of streams
	Number of subcarriers
	Number of layers

	
	Nt
	R
	Mt
	NF
	L

	MIMO mode 0
	2
	1
	2
	2
	1

	
	4
	1
	2
	2
	1

	MIMO mode 1
	1
	1
	1
	1
	1

	MIMO mode 1 and MIMO mode 2
	2
	1
	1
	1
	1

	
	2
	2
	2
	1
	1

	
	4
	1
	1
	1
	1

	
	4
	2
	2
	1
	1

	
	4
	3
	3
	1
	1

	
	4
	4
	4
	1
	1

	MIMO mode 3 and MIMO mode 4
	1
	1
	1
	1
	1

	
	2
	1
	1
	1
	1

	
	2
	2
	2
	1
	1

	
	4
	1
	1
	1
	1

	
	4
	2
	2
	1
	1

	
	4
	3
	3
	1
	1


Mt refers to the number of streams transmitted by one AMS.
In mode 3 and 4, Nt refers to the number of transmit antennas at one AMS involved in CSM.

-------------------------------  Text End  ---------------------------------------------------

  


