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Introduction

For FPC table, 4, 3 and 3 bits are still used for 20MHz, 10MHz, and 5MHz, respectively. However, we still need more discussions make it clear. For example:
1) The absolute value is better than the relative value.

2) We should configure enough cases in order to support the flexible FFR operation. At the same time, we also reserve some cases for future applications.
This contribution provides updated amendment text for the physical structure in the Advanced Air Interface to be included in Section 15 of the IEEE 802.16m Amendment Working Document [1]. The proposed update is developed so that it can be readily combined with IEEE 802.16m-09/0010r2 [1], it is compliant to the 802.16m SRD [2] and the 802.16m SDD [3], and it follows the style and format guidelines in [4]. 
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[Change Table 651 and 652, add Table AA on the page 140, in 15.3.5, as follows] 
Table 651– Mapping between DFPC and frequency partitioning for 20MHz
	DFPC
	Freq. Partitioning
(FP0:FP1:FP2:FP3)
	FPCT
	FPS0
	FPSi (i>0)

	0
	96：0：0：0
	1
	NPRU
	0

	1
	0：32：32：32
	3
	0
	NPRU * 32/96

	2
	12：28：28：28
	4
	NPRU * 12/96
	NPRU * 28/96

	3
	18：26：26：26
	4
	NPRU * 18/96
	NPRU * 26/96

	4
	24：24：24：24
	4
	NPRU * 24/96
	NPRU * 24/96

	5
	30：22：22：22
	4
	NPRU * 30/96
	NPRU * 22/96


	6
	36：20：20：20
	4
	NPRU * 36/96
	NPRU * 20/96

	7
	42：18：18：18
	4
	NPRU * 42/96
	NPRU * 18/96

	8
	48：16：16：16
	4
	NPRU * 48/96
	NPRU * 16/96

	9
	54：14：14：14
	4
	NPRU * 54/96
	NPRU * 14/96

	10
	60：12：12：12
	4
	NPRU * 60/96
	NPRU * 12/96

	11
	66：10：10：10
	4
	NPRU * 66/96
	NPRU * 10/96

	12
	72：8：8：8
	4
	NPRU * 72/96
	NPRU * 8/96

	13~15
	Reserved
	
	
	


Table AA– Mapping between DFPC and frequency partitioning for 7MHz ,8.75MHz and 10MHz
	DFPC
	Freq. Partitioning
(FP0:FP1:FP2:FP3)
	FPCT
	FPS0
	FPSi (i>0)

	0
	48：0：0：0
	1
	NPRU
	0

	1
	0：16：16：16
	3
	0
	NPRU * 16/48

	2
	12：12：12：12
	4
	NPRU * 12/48
	NPRU * 12/48

	3
	18：10：10：10
	4
	NPRU * 18/48
	NPRU * 10/48

	4
	24：8：8：8
	4
	NPRU * 21/48
	NPRU * 8/48

	5
	30：6：6：6
	4
	NPRU * 30/48
	NPRU * 6/48

	6~7
	Reserved
	
	
	


Table 652—Mapping between DFPC and frequency partitioning for 5MHz

	DFPC
	Freq. Partitioning
(FP0:FP1:FP2:FP3)
	FPCT
	FPS0
	FPSi (i>0)

	0
	24：0：0：0
	1
	NPRU
	0

	1
	0：8：8：8
	3
	0
	NPRU * 8/24

	2
	6：6：6：6
	4
	NPRU * 6/24
	NPRU * 6/24

	3~7
	Reserved
	
	
	


 [Change Table 716 and 717, add Table BB on the page 271, in 15.3.8, as follows] 
Table 716– Mapping between UFPC and frequency partitioning for 20MHz
	UFPC
	Freq. Partitioning
(FP0:FP1:FP2:FP3)
	FPCT
	FPS0
	FPSi (i>0)

	0
	96：0：0：0
	1
	NPRU
	0

	1
	0：32：32：32
	3
	0
	NPRU * 32/96

	2
	12：28：28：28
	4
	NPRU * 12/96
	NPRU * 28/96

	3
	18：26：26：26
	4
	NPRU * 18/96
	NPRU * 26/96

	4
	24：24：24：24
	4
	NPRU * 24/96
	NPRU * 24/96

	5
	30：22：22：22
	4
	NPRU * 30/96
	NPRU * 22/96

	6
	36：20：20：20
	4
	NPRU * 36/96
	NPRU * 20/96

	7
	42：18：18：18
	4
	NPRU * 42/96
	NPRU * 18/96

	8
	48：16：16：16
	4
	NPRU * 48/96
	NPRU * 16/96

	9
	54：14：14：14
	4
	NPRU * 54/96
	NPRU * 14/96

	10
	60：12：12：12
	4
	NPRU * 60/96
	NPRU * 12/96

	11
	66：10：10：10
	4
	NPRU * 66/96
	NPRU * 10/96

	12
	72：8：8：8
	4
	NPRU * 72/96
	NPRU * 8/96

	13~15
	Reserved
	
	
	


Table AA– Mapping between UFPC and frequency partitioning for 7MHz ,8.75MHz and 10MHz
	UFPC
	Freq. Partitioning
(FP0:FP1:FP2:FP3)
	FPCT
	FPS0
	FPSi (i>0)

	0
	48：0：0：0
	1
	NPRU
	0

	1
	0：16：16：16
	3
	0
	NPRU * 16/48

	2
	12：12：12：12
	4
	NPRU * 12/48
	NPRU * 12/48

	3
	18：10：10：10
	4
	NPRU * 18/48
	NPRU * 10/48

	4
	24：8：8：8
	4
	NPRU * 21/48
	NPRU * 8/48

	5
	30：6：6：6
	4
	NPRU * 30/48
	NPRU * 6/48

	6~7
	Reserved
	
	
	


Table 717—Mapping between UFPC and frequency partitioning for 5MHz

	UFPC
	Freq. Partitioning
(FP0:FP1:FP2:FP3)
	FPCT
	FPS0
	FPSi (i>0)

	0
	24：0：0：0
	1
	NPRU
	0

	1
	0：8：8：8
	3
	0
	NPRU * 8/24

	2
	6：6：6：6
	4
	NPRU * 6/24
	NPRU * 6/24

	3~7
	Reserved
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