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Introduction
Feedback of MIMO channel state information without the use of a fast feedback channel has benefits, since it allows to take advantage of link adaptation on the uplink and it doesn't have stringent size constraints. So 802.16m should be equipped with IEs for single-BS MIMO feedback and multi-BS MIMO feedback using MAC messages.
This contribution proposes to move the MIMO channel feedback header currently in D1 to MAC control messages for the feedback of the single-BS MIMO and multi-BS MIMO feedback information. The use of a header for MIMO feedback is not appropriate, since it would complicate the usage of GMH and CMH, and possibly require to re-design the GMH and CMH. We define the MIMO feedback IE to be sent in the AAI_SingleBS_MIMO_FBK and AAI_MultiBS_MIMO_FBK MAC management messages.
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Text proposal for inclusion in the 802.16m amendment

<< Add two rows at the end of Table 675 on page 29 line 53 in section 15.2.4 >>
-------------------------------  Start of Text Proposal 2 ---------------------------------------------------
15.2.4 MAC Control messages
Table 675—MAC Control Messages
	Message name
	Message description
	Connection

	…
	…
	…

	AAI_SingleBS_MIMO_FBK
	Single-BS MIMO feedback
	Basic

	AAI_MultiBS_MIMO_FBK
	Multi-BS MIMO feedback
	Basic


-------------------------------  End of Text Proposal 2  ---------------------------------------------------
















































































































  


