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	Accept modified: (Yeongmoon to get back)

[Modify the sentence on page 189, line 15 as follows]
The AMS may initiate the negotiation by sending an AAI_SLP-REQ message and shall expect an AAI_SLP-RSP message from the serving ABS in response. Alternatively, the ABS may initiate the negotiation by sending an unsolicited AAI_SLP-RSP message to the AMS. In this case, the ABS shall request the AMS to send acknowledgment using AAI_MSG-ACK or MAEH  to the AAI_SLP-RSPthe AMS shall reply to the ABS with AAI_SLP-ACK message, only if HARQ is not enabled .

[Modify the sentence on page 193, line 37 as follows]
Alternatively, the ABS may initiate a Sleep Cycle parameter change by sending send an unsolicited AAI_SLP-RSP message to the AMS. In this case, the ABS shall request the AMS to send acknowledgment using AAI_MSG-ACK or MAEH to the AAI_SLP-RSP.

[Modify the sentence on page 194, line 44 as follows]
The ABS may also send an unsolicited AAI_SLP-RSP message to de-activate Sleep Mode. Sleep Mode shall be implicitly terminated when an AMS enters idle mode or performs handover by explicit signaling. In this case, the ABS shall request the AMS to send acknowledgment using AAI_MSG-ACK or MAEH to the AAI_SLP-RSP.
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	Accept modified: 

The ABS may send an explicit indication using Sleep Control Extended Header or Sleep Control Header to terminate the current Listening Window. When an ABS has a last PDU in the DL buffer during the listening window, the ABS may transmit an explicit indication provided that it allows to terminate the current Listening Window. In this case, the ABS shall regard the AMS as returning to sleep (i.e. the Sleep Window starts).
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