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Comment on contents of AAI_RNG-REQ Messages (15.2.3.1)
Giwon Park, Kiseon Ryu, Yongho Kim, Jin Sam Kwak
LG Electronics.

1. Introduction
D2[1] document describes that an AMS may inform its mobility (slow, medium, fast) during location update procedure. However, AAI_RNG-REQ message of section 15.2.3.1 does not include the AMS mobility information. Thus, the AMS mobility information (slow, medium, fast) shall be added in AAI_RNG-REQ message of section 15.2.3.1.
2. References
[1] IEEE P802.16m/D2, “DRAFT Amendment to IEEE Standard for Local and metropolitan area networks”, October 2009
3. Text proposal for the 802.16m amendment
[Add the AMS Mobility Information field in the section 15.2.3.1]
-----------------------------------------------------------Start of the Text---------------------------------------------------------
15.2.3.1 AAI_RNG-REQ
Table 674-Parameters for AAI_RNG-REQ

	Name
	Value
	Usage

	Paging Controller ID
	The Paging Controller ID which the AMS currently maintains in idle mode.
	It shall be included when the AMS is attempting to perform reentry or location update

	Deregistration Identifier (DID)
	The ID which the AMS is assigned for idle mode and currently maintains.
	

	PGID
	The identification of the paging group that the AMS is previously belonging to.
	

	Paging Cycle
	PAGING_CYCLE applied to the AMS
	

	Paging Offset
	PAGING_OFFSET applied to the AMS
	

	AMS Mobility Information
	0b00 = Slow

0b01 = Medium
0b10 = Fast
0b11 = Reserved
	It may be included when the AMS is attempting to perform the location update


-----------------------------------------------------------End of the Text---------------------------------------------------------
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