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Idle Mode Procedures in Case of ABS Cell Bar (15.2.17)
Feng Xie, Mary Chion, Hongyun Qu, Yang Liu, Zhaohua Lu, Lin Chen 
ZTE Corporation
1. Introduction
In current P802.16m/D2, cell bar information in S-SFH IE SP1 is set to 1 to prevent AMS from entering or re-entering the network. However, the idle mode procedures in such cases are not defined.

In this proposal, the Idle Mode procedures in case of ABS cell bar are described.
2. Text Proposal

Add the following paragraph to the end of 15.2.17.2.3
======================== Start of Proposed Text =====================
15.2.17.2.3 Operation during paging listening interval
During paging listening interval, if an AMS receives paging message with the AMS’s identification from an ABS with cell bar = 1, it shall re-select a neighbor ABS for network re-entry if the action code is 0b00. The AMS may re-select a neighbor ABS for location update if the action code is 0b01. 
============================== End of Proposed Text ===============
Accept the following modification to 15.3.6.5.1.2
======================== Start of Proposed Text =====================
15.3.6.5.1.2 S-SFH IE

TableTTable 791 S-SFH SP1 IE format

	Cell bar information
	1
	If Cell Bar bit = 1, this cell is not allowed for any new initial entry, or network re-entry


============================== End of Proposed Text ===============















