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1 Text Proposal for Change of S-SFH IE information fields
In D2 the transmission periodicity of the S-SFH SPs is not specified.
This contribution provides text proposal regarding transmission periodicity of the S-SFH SPs.
Proposed Text
-------------------------------  Proposed Text Start  --------------------------------------------------- 
 [Note to Editor: Modify the text after line 55 in Page 258 in “15.2.23 Update of S-SFH IEs” as follows]

15.2.23.xx Transmission Periodicity of S-SFH SPs
“SP scheduling periodicity information” field of S-SFH SP3 is used to indicate the transmission periodicity of the S-SFH SPs (1, 2, 3). Table xxx shows the transmission periodicity of different S-SFH SPs for different values of “SP scheduling periodicity information” field.
Table xxx: Transmission Periodicity of S-SFH SPs.

	SP scheduling periodicity information
	Transmission periodicity of S-SFH SP1
	Transmission periodicity of S-SFH SP1 S-SFH SP2
	Transmission periodicity of S-SFH SP1 S-SFH SP3

	0000
	40 ms
	80 ms
	80 ms

	0001
	40 ms
	80 ms
	160 ms

	0010-1111: reserved
	
	
	


 When there is no S-SFH SP in the SFH, the SFH resources are used for transmitting other control information or AMAP.
-------------------------------  Proposed Text End --------------------------------------------------- 
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