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Proposed Text
The following text is proposed to be captured in the IEEE P802.16m/D2 document.

------------------------------------------------------- Start of the proposed text ------------------------------------------------
15.3.6.2.3 Enhanced Multicast Broadcast Service MAP (E-MBS MAP)
The E-MBS MAP carries some configuration information for enhanced multicast broadcast service for one EMBS Zone.  The E-MBS MAP is transmitted in the first several resources of the E-MBS region in the beginning of the MSI. The E-MBS MAP includes an AAI-E-MBS_CFG change indication to indicate that some parameters in AAI-EMBS_CFG are going to change. Once the change indication is set, E-MBS AMSs belonging to the E-MBS zone shall update the AAI-EMBS_CFG parameters.

Table 788: E-MBS MAP Structure
	Syntax
	Size in bits 
	Description/Notes

	E-MBS-MAP () {
	-
	-

	EMBS-Zone-ID
	7
	The EMBS Zone ID to which this EMBS MAP apply

	  MSI Length (m)
	[TBD]
	The length of an MSI is 2m+3 superframes

	  AAI-E-MBS_CFG Change Indication
	1
	0: AAI_E-MBS-CFG does not change
1: AAI_E-MBS-CFG is going to change

	  E-MBS_DATA_IE() 
	-
	-

	  }
	
	

	Padding
	variable
	Padding to reach byte boundary


-------------------------------------------------------- End of the text ------------------------------------------------------










  


