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Proposed Changes in 802.16m/D2 Related to 
MAC Header Formats (15.2.2.1)
Lei Wang
InterDigital Communications, LLC
1 Introduction
This contribution proposes the changes in 802.16m/D2 to describe the MAC header formats in Section 15.2.2.1.
2 Discussions
There are actually "three" defined MAC header formats in the 16m/D2, i.e., GMH, CMH, and signaling header. However, the MAC signaling header is not described in the MAC header formats section. This contribution proposes to move the MAC signaling header format definition into the MAC header format section, i.e., Section 15.2.2.1.
3 Suggested changes in the 802.16m/D2
Based on the above discussion, we propose the following changes in the 802.16m/D2. Note that the new text is marked with blue and underline; the deleted text are marked with red and strikethrough.
Suggested change #1: change the paragraph in line 42 on page 17 as follows:

There are three two defined MAC header formats. The first is the Advanced Generic MAC Header that begins each DL and UL MAC PDUs containing either MAC control messages or CS data. The second is the compact MAC header that begins MAC PDUs of the connections using persistent allocation or group allocation. The third is the MAC signaling header. The two These three MAC header formats shall not be used simultaneously on the same connection.
Suggested change #2: insert the following text before line 58 on page 18:

15.2.2.1.3 MAC Signaling Header Format
Suggested change #3: move line 46 to line 65 on page 29 to line 59 on page 18 (that is, as the contents of the newly created subsection MAC signaling Header format).
4 References
[1] IEEE Std 802.16-2009
[2] IEEE P802.16m/D2, “DRAFT Amendment to IEEE Standard for Local and metropolitan area networks”
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