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	LB30b Comment
	Recommendation
	Resolution

	169
	Reject
	The usage scenario is not clear.

	170
	Reject
	The usage scenario is not clear.

	171
	Reject
	The usage scenario is not clear.

	172
	Reject
	The usage scenario is not clear.

	225
	Reject
	The usage scenario is not clear.

	226
	Accepted-modified 
	Modify the sentence (from line 29 on page 82) as follows:
0x07: This option is valid only in response to an AAI_DREG-REQ message with De-Registration Request Code 0x01 to allow AMS-initiated idle mode request to allow AMS-initiated idle mode request. This option is valid in response to a AAI_DREG-REQ message with De-registration-request-code= 0x01.
0x08: This option is valid only in response to an AAI_DREG-REQ message with De-Registration Request Code 0x04 to allow retention of the AMS’s connection information
0x09: This option is valid only in response to an AAI_DREG-REQ message with De-Registration Request Code 0x04 to reject retention of the AMS’s connection information.
0x10-0x15: reserved

	227
	Accepted-modified
	Modify page 82, line 44 as follows:
Paging offset (4bits)
         0x00: 0 superframes (applied for DCR mode) 

	228
	Accepted-modified 
	[Modify Initial Sleep Cycle on page 83, line 29 as follows]
Initial_Sleep_Cycle
         This indicates an assigned duration for the Initial Sleep Cycle during which an AMS keeps sleep state in 
         Sleep Mode (measured in frames). The length of Initial Sleep Cycle shall be equal or longer than the default Listening Window. 

[Modify Initial Sleep Cycle on page 89, line 24 as follows]
Initial_Sleep_Cycle
         This indicates an assigned duration for the initial sleep cycle during which an AMS keeps sleep state in 
         Sleep Mode (measured in frames). The length of Initial Sleep Cycle shall be equal or longer than the default Listening Window.

	229
	Rejected (already resolved in TGm WedPM)
	

	162
	Superceded by comment #210
	Superceded by comment #210

	163
	Superceded by comment #210
	Superceded by comment #210

	164
	Superceded by comment #210
	Superceded by comment #210

	165
	Superceded by comment #210
	Superceded by comment #210

	567
	Accept-modified
	Adopt the text in C802.16m-09/3002r2

	563
	Accepted-modified
	Page 268 Line 27: Replace 'idle mode retention timer' with 'Resource Retain Time'
Page 268 Line 29: Replace 'idle mode retention timer' with 'Resource Retain Time'
Page 268 Line 65: Replace 'idle mode retention timer' with 'Resource Retain Time'
Page 269 Line 7: Replace 'idle mode retention timer' with 'Resource Retain Time'
Page269 Line24: Replace 'idle mode retention timer' with 'Resource Retain Time'

	566
	Accept
	

































  


