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Proposed Changes related to the UL HARQ Procedure for Anonymous UL Allocations (16.2.11 and 16.2.14.2.1.2)
Lei Wang
InterDigital Communications, LLC
1 Introduction
In the 802.16m draft standard [2], there are two types of UL unicast allocations: non-anonymous and anonymous, depending on whether or not the AMS’s STID information is provided in the allocation IE. With a non-anonymous UL allocation, the AMS’s STID information is provided by the allocation IE, e.g, UL Basic Assignment A-MAP IE. With an anonymous UL allocation, the STID of the AMS is not given in the allocation IE, instead, the contention-based access signal that the AMS sent in previous UL frame is used to identify the AMS, e.g., the RA-ID in the CDMA allocation IE, and the BR opportunity and BR sequence in the BR-ACK IE.
This contribution identifies a problem with the UL HARQ retransmission procedure for the anonymous UL allocations and also provides a remedy to the identified problem.
2 Problem Discussion
The 802.16m UL unicast data transmission uses a synchronous HARQ retransmission procedure, in which the HARQ retransmissions are implicitly allocated at the predefined interval and locations until the HARQ data transmission is successful or it reaches the max allowed HARQ retransmissions. As specified in the 802.16m draft standard [2], before reaching the max number of HARQ retransmissions but still not successful, the ABS can change or stop the UL allocations for the synchronous UL HARQ retransmissions by sending a basic UL allocation IE with the same ACID by with AI_SN not-toggled or toggled, respectively. 
However, the above mentioned mechanisms do not apply to the unicast UL allocations anonymously allocated by CDMA allocation IE or BR-ACK IE,  because there is no  ACID or AI_SN fields in such unicast UL allocations, and the AMS of the UL allocation is identified by RAID or the used random access channel and random  access preamble.
Note that the same reasons that the ABS needs to change or stop the synchronous UL HARQ retransmissions for the non-anonymous UL allocations also apply to the anonymous UL allocations. In addition, there is one more reason that ABS needs to stop the HARQ retransmissions for an anonymous UL allocation, because of the non-zero probability of collision in an anonymous UL allocation, i.e., when more than one AMS transmitted the same preamble sequence in the same random access channel in the random access procedures, e.g., initial ranging, periodic ranging, contention-based bandwidth request. 
3 Proposed Solution
When the ABS needs to stop / change the HARQ retransmission allocations for an anonymous UL allocation, it sends a CDMA allocation IE with the corresponding RA-ID. If the CDMA allocation IE has zero resource allocation, it indicates to stop the HARQ retransmissions for an anonymous UL allocation, otherwise it indicates a change in the HARQ retransmissions for an anonymous UL allocation.
4 Suggested changes in the 802.16m/D4
Based on the above discussion, we propose the following changes in the 802.16m/D4. Note that the new text is marked with blue and underline; the deleted text are marked with red and strikethrough. 
Suggested change #1: on page 503, line 52
Change the row of “Resource Index” in Table 832, line 52 page 503 as follows:
	Syntax
	Size (bits)
	Notes

	CDMA_Allocation_A-MAP IE() {
	
	

	…….
	…..
	…..

	Resource Index
	11
	5 MHz: 0 in first 2 MSB bits + 9 bits for resource index

10 MHz: 11 bits for resource index

20 MHz: 11 bits for resource index
Resource index includes location and allocation size.
If all bits are set to 1, it means a zero resource allocation that indicates a termination of the UL HARQ retransmission for the anonymous UL allocation identified by the RAID masked in the CRC of this CDMA A-MAP IE. 

	……
	…..
	……

	}
	
	


Suggested change #2: on page 278, line 63
Insert the following paragraph in line 63 on page 278:
For an anonymous unicast UL allocation, i.e., an UL allocation without the AMS’s STID information provided in the allocation A-MAP IE, e.g., the UL allocations given by CDMA allocation A-MAP IE or BR ACK A-MAP IE, the HARQ procedure is the same as the non-anonymous UL allocations, e.g., allocated by a UL Basic Assignment A-MAP IE. The ABS may change or terminate the UL HARQ retransmission allocation for an anonymous unicast UL allocation by sending a CDMA allocation A-MAP IE with the RA-ID corresponding to the AMS' random access attributes, e.g., superframe number, frame_index, random access preamble code index, and random access opportunity, for the anonymous unicast UL allocation. If all bits in the Resource Index field are set to 1 in a CDMA Allocation A-MAP IE, it indicates a termination of UL HARQ retransmissions for the anonymous UL allocation with the same RA-ID masked in the CRC of the CDMA allocation A-MAP IE.
Suggested change #3: on page 256, line 4
Change the paragraph in line 4 on page 256 as follows:

During the 3-step BR procedure of Figure 429, if the ABS is unable to decode the quick access message, the ABS falls back to the 5-step BR procedure illustrated in Figure 430. In that case, in Step 2, the ABS shall provide an UL grant to the AMS using a BR ACK A-MAP IE or CDMA Allocation A-MAP IE. The maxi​mum HARQ retransmission of the allocation mode through the BR ACK A-MAP IE or CDMA Allocation A-MAP IE is set to the default value defined in section 16.2.14.2. The ABS can stop or change the HARQ retransmission allocations for the UL grant given by Step 3 by sending a CDMA allocation A-MAP IE with the RA-ID corresponding to the AMS' random access attributes at Step 1, where a CDMA allocation IE with its 11-bit Resource Index field of the value 0x8FF indicates a stop of the HARQ retransmissions. The AMS may restart the BR procedure if it receives a CDMA allocation IE indicating a stop of the HARQ retransmission. In Step 3, the AMS transmits a standalone BR header.
Suggested change #4: on page 258, line 62
Change the paragraph in line 62 on page 258
The maximum number of the HARQ retransmission is set to the default value defined in section 16.2.14.2. The ABS can stop or change the HARQ retransmission allocations by sending a CDMA allocation A-MAP IE with the RA-ID corresponding to the AMS' random access attributes at the Step 1 of the contention-based random access bandwidth request procedure, where the CDMA allocation IE with its 11-bit Resource Index field of the value 0x8FF indicates a stop of the HARQ retransmissions.  HARQ retransmission control information cannot be changed during retransmission process.
Suggested change #5: on page 522, line 18
Append the following text at the end of the paragraph in line 18 on page 522

The ABS can stop or change the HARQ retransmission allocations by sending a CDMA allocation A-MAP IE with the RA-ID corresponding to the AMS' random access attributes at the Step 1 of the contention-based random access bandwidth request procedure, where the CDMA allocation IE with its 11-bit Resource Index field of the value 0x8FF indicates a stop of the HARQ retransmissions.
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