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1 Introduction
  It is possible that AMS can support all the carriers available by ABS, which may happen when the number of available carrier is not high (e.g. <4). The signaling overhead can be substantially reduced by single bit indication for this situation. Meanwhile, it is also possible that ABS assign all its available carriers to AMS. The logical carrier index can be set as the physical carrier index, since this can only happen when the number of available carrier is smaller than the max. number of logical carrier index according to the current design in P802.16m/D4.
2 Text Proposal
---------------------------------------------------------Start of the Text-----------------------------------------------------------
[Adopt the following text modification started from line#1, page#146 in P802.16m/D4]

16.2.3.53 AAI_Global-Config (global carrier configuration) Message

The AAI_Global-Config message provides the carrier information for all available carriers in the network. The ABS transmits the AAI_Global-Config message to an AMS right after network entry completes.
Table 735 - AAI_Global- Config MAC Control Message Format
	Field
	Size (bit)
	Description

	MAC Control Message Type
	8
	

	Number of Carrier Groups
	4
	Groups of contiguous carriers

	For (i=0; i< Number of Carrier Groups; i++){
	
	

	Duplexing Mode
	1
	“0” for TDD

“1” for FDD 

	Multi-Carrier Configuration Index Across the Network
	6
	Index associated to Table 7790

	Start Frequency Assignment Index
	6 8
	Frequency Assignment Index of the first carrier in i-th carrier group #i.

	Number of Carriers
	6
	

	For(j=0;j<Number of Carriers; j++) {
	
	

	Physical Carrier Index
	6
	Index of the physical carrier

	Duplexing Mode
	1
	“0” for TDD

“1” for FDD 

	Reference Carrier Indicator
	1
	0b0 : Non-reference carrier
0b1 : Reference carrier of current carrier group

	}
	
	

	}
	
	

	Physical Carrier Index of current carrier
	6
	The carrier that broadcasts this message; the physical carrier index refers to AAI_Global-Config message


----------------------------------------------------------End of the Text-----------------------------------------------------------


  


