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Introduction

This contribution includes proposed text to add the missing description of HO rejection.
Rationale/Motivation of modifications 

The description for HO rejection is missing in D5. The ABS shall reject HO if AMS’s requested candidate ABS’s in AAI_HO-REQ message are unavailable. However, the ABS may include other recommended candidate ABSs within AAI_HO-CMD message for further HO coordination if possible. If there are no recommendable ABSs, due to lack of any scan report messages, the ABS shall include no candidate ABS in AAI_HO-CMD message.
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Proposed AWD Text Changes

Remedy #1
On the 80216m_D5, page 276, line 26, modify text in section 16.2.3.3 as follows:
--------------------------------------------------------Text Start -----------------------------------------------------
16.2.6.3.3 HO Preparation
The serving ABS may reject an AMS initiated handover by transmitting the AAI_HO-CMD message with mode set to 0b10. In this case, the serving ABS shall not include any candidate target ABS. If the ABS transmits an AAI_HO-CMD with mode set to 0b00, it may include one or more candidate ABSs. The list of candidate ABSs may include both candidate ABSs requested by the AMS and/or candidate ABSs not requested by the AMS
--------------------------------------------------------Text End -----------------------------------------------------
Remedy #2
On the 80216m_D5, page 105, line 1, modify text in table 692 in section 16.2.3.3 as follows:
--------------------------------------------------------Text Start -----------------------------------------------------
16.2.3.11 AAI_HO-CMD
Table 692—AAI_HO-CMD parameters
	M/O
	Attributes / Array of attributes
	Size (bits)
	Value / Note
	Conditions

	M
	Mode
	2
	0b00: HO command;

0b01: Zone switch command from MZone to LZone;

0b10: AMS HO request rejected (ABS in list unavailable). In this case, AAI_HO-CMD message shall not include any target ABS.
	N.A.


--------------------------------------------------------Text End -----------------------------------------------------







  


