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Clean up on AAI_HO-CMD related to Dynamic Ranging for IEEE802.16m (section 16.2.3.11)
Inuk Jung, Kiseon Ryu, Ronny Yongho Kim, Jin Sam Kwak
LG Electronics, Inc.
Introduction

This contribution includes proposed text to clarify AAI_HO-CMD message.
Rationale/Motivation of modifications 

Dynamic ranging channel may be allocated to multiple AMSs instead of a dedicating to a single AMS.
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Proposed AWD Text Changes

Remedy

On the 80216m_D5, page 106, line 42, modify table 692 in section 16.2.3.11 as follows:
--------------------------------------------------------Text Start -----------------------------------------------------
16.2.3.11 AAI_HO-CMD
…
Table 692—AAI_HO-CMD parameters
	M/O
	Attributes / Array of attributes
	Size (bits)
	Value / Note
	Conditions

	O
	Dedicated Dynamic Ranging Opportunity Flag
	1
	If set to 0, it indicates that no dedicated dynamic ranging opportunity is not provided.

If set to 1, it indicates that dedicated dynamic ranging opportunity is provided.
	May be included for each target ABS when CDMA_RNG_FLAG=1

	…
	…
	…
	…
	…

	
	Ranging channel opportunity index
	3
	Indicates the index of the allocated ranging opportunity channel. Ranging opportunity shall be located in the first UL subframe
	Shall be included when Dedicated Dynamic Opportunity Code Flag=1


--------------------------------------------------------Text End -----------------------------------------------------







  


