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Clarification on Zone Switch TLV in RNG-RSP message (16.10.2.1)
Feng Xie, Yang Liu, Yuqin Chen, Nan Li, Lei Zhang, Lin Chen, Zhaohua Lu
ZTE Corporation
1. Introduction
Zone Switch TLV in RNG-RSP message needs clarification and clean-up.
1) NONCE_BS is no longer used and should be deleted from zone switch TLV.

2) FA index should be included in Zone Switch TLV if LZone and target MZone are located in different carriers. This may happen in two scenarios. a) mixed-mode ABS applies FDM mode for deploying LZone and MZone. b) mixed-mode ABS applies TDM mode for deploying LZone and MZone in one carrier and the ABS support multi-carrier. Then LZone and target MZone may be located in different carriers. 
2. Text Proposal

Accept the following Modifications to 16.10.2.1 RNG-RSP management message encodings:
In the P802.16m/D6, page 854, line 6, 
Modify Table 982 as follows:
--------------------------------------------------  Text Start  -------------------------------------------------------------
Table 982 —OFDMA-specific RNG-RSP message encodings
	Name
	Type(1 byte)
	Length
	Value

	MZone SA-Preamble index
	41
	1 2
	

	Time offset
	42
	1
	Time offset between LZone and MZone

	Action Time
	43
	1
	Action time of zone switch from LZone to MZone. AMS performs zone switch at Action Time. If HO_Reentry_Mode Zone Switch Mode=0, ABS stops all resource allocation for the AMS at LZone.

	Zone Switch Mode
	44
	1
	0x01: AMS maintains its data communication with the ABS in LZone while performing net​work reentry in MZone; 
0x00: AMS breaks data communication in LZone before performing network reentry in MZone.

	NONCE_BS
	45
	4
	For AMSID* derivation. PMK is shared between LZone and MZone during zone switch.

	FA Index
	45
	8
	FA index of MZone if located in a different carrier from LZone

	Temporary STID
	46
	1
	Temporary STID for being used in MZone

	Ranging initiation dead​line
	47
	1
	Valid time for Temporary STID. Shall be included if Temporary STID is included.


============================== End of Proposed Text ===============















