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Instructions

This contribution provides clarification on the E-MBS Connection Establishment in IEEE 802.16m Amendment Draft Standard [1]. 
In the current IEEE 802.16m Amendment Draft Standard [1], physical carrier index shall be included in the AAI_DSA-REQ message when an ABS commences E-MBS service flow, which means E-MBS carrier may be assigned via AAI-DSx procedure. Furthermore, in the view of multicarrier operation (see Figure 418 in [1]), any AMS does not perform any MAC or PHY processing on an assigned carrier until such carrier is activated per ABS’s direction. Therefore, the carrier needs to be activated using MC-Specific messages in order to perform E-MBS operation in the particular carrier (i.e., E-MBS carrier).

However, any AMS, which has obtained E-MBS parameters during DSx procedure, may start receiving the E-MBS service without activating the E-MBS carrier. 
In this contribution, we clarify the E-MBS operation in terms of E-MBS carrier assignment and activation as follows.

· Any assignment or activation for E-MBS carrier is not performed using any MC-specific message to distinguish typical MC operation with E-MBS operation.

· Any activation of secondary carrier (i.e., non E-MBS carrier) is performed using MC-specific message even though the carrier to activate has already been activated for E-MBS operation.

Text Proposal for the IEEE 802.16m Amendment Draft Standard
Note:

The text in BLACK color: the existing text in the 802.16m Amendment Draft Standard
The text in RED color: the removal of existing 802.16m Amendment Draft Standard Text
The text in BLUE color: the new text added to the 802.16m Amendment Draft Standard Text
--------------Start of Proposed Text---------------------------------------------------------------------
[Remedy1: Add the following text in the end of 16.2.8.2.3.2, line 11 in page 308 of 802.16m/D6]
To support E-MBS for an AMS, any carriers (i.e., mixed or dedicated carrier) used for E-MBS service are assigned using AAI_DSA described in 16.2.3.46. 
[Remedy2: Add the following text in the end of 16.2.8.11.1, line 4 in page 318 of 802.16m/D6]
Any carrier assigned for E-MBS is activated implicitly after successful AAI_DSA procedure. Even though any carrier (i.e., mixed carrier) for E-MBS is activated, AAI_MC-specific messages (i.e., AAI_MC-RSP, AAI_CM-CMD/IND) are used for exchanging of non E-MBS data.
--------------End of Proposed Text ---------------------------------------------------------------------
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