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Support of Reconfigurations and Restart (16.7.4)
Ying Li, Jaehyuk Jang, Anshuman Nigam, Jung Je Son, Kaushik Josiam, Zhouyue Pi
Samsung Electronics
Introduction
In the current draft D7, the reconfiguration section needs more clarification.
Proposed Text
Please revise D7 as follows.
----------------------------------------------------- Start of Proposed Text -----------------------------------------------------

 [Modify texts as suggested below: Page 855, Line 49]
16.7.4 Support of Reconfigurations and Restart 
SON may trigger ABS(s) to reconfigure and/or restart. The ABS may announce the upcoming action of its reconfiguration and/or restart in advance using AAI_SON_ADV message.
Before ABS changes its FA, it may send AAI_SON-ADV message which includes the current FA down​time, new FA and its up time to AMS. The AMS may perform network re-entry into the same ABS, at the new FA uptime and continue with its session.
The ABS may store MAC context information of the AMS being served by it. Such information allows AMS to perform optimized network re-entry into the same ABS after reconfiguration. In the re-entry procedure, the ABS should set the field of ‘Reentry Process optimization’ to ‘0b1111’ in the AAI_RNG-RSP message during SON reconfiguration.
------------------------------------------------------ End of Proposed Text ------------------------------------------------------


  


