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Reporting Offsetinitial in RNG-REQ (16.3.8.4.7)
Jeongho Park
Samsung Electronics
I. Introduction
This contribution includes text proposal for mandating Offset_initial in RNG-REQ message.
II. Scope of Suggested Remedies
A. Mandating Feedback Reporting of Offsetinitial 
After initial ranging process with several power ramping, Offsetinitial value needs to be reported to ABS. This is because BS need this information in order to calculate the exact power headroom once BS get PSR report from AMS.
III. Proposed Text
// editor’s notes : only one option will be remained in the later revision
[option 1]
Remedy #1: page 759, Modify line 23~26 as follows:
-------------------------------------------------Text Change Start -----------------------------------------------------
When an AMS transmits RNG-REQ message after initial ranging process, the AMS <del>can</del><ins>shall</ins> send the value of OffsetInitial to its serving ABS through AAI_RNG-REQ.
-------------------------------------------------Text Change END ----------------------------------------------------- 
[option 2]

Remedy #1: page 761, Modify line 41~47 as follows:

-------------------------------------------------Text Change Start -----------------------------------------------------
Where M is <ins> txPowerPsdBase </ins> defined in Equation (304):

M = L + SINRTarget (Reported) <ins>+ OffsetInitial </ins>                                 (304)
<ins> OffsetInitial is initial offset values determined in Equation (297)</ins>

L is the pathloss defined in Equation (291).
-------------------------------------------------Text Change END -----------------------------------------------------
















































































































  


