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1 Proposed text
[Change 1: Modify the description of MAC in-order delivery indicator field in table 783, page 344, lines 3-9 as shown below]
	Fields
	Size (bits)
	Description

	MAC in-order delivery indicator
	1
	Indicate whether or not the order of delivery in the non-ARQ connection is preserved by the MAC.
0 : not preserved
1 : preserved
For ARQ connections, is shall be always set to ‘1’.


[Change 2: Modify the description of MAC in-order delivery indicator field in table 740, page 194, lines 3-11 as shown below]

	M/O
	Attributes/Array of attributes
	Size (bits)
	Description
	Conditions

	O
	T) MAC in-order delivery indicator
	1
	Indicate whether or not the order of delivery in the non-ARQ connection is preserved by the MAC.
0 : not preserved
1 : preserved
For ARQ connections, is shall be always set to ‘1’.
	


[Change 3: Modify the description of MAC in-order delivery indicator field in table 743, page 205, lines 22-26 as shown below]

	M/O
	Attributes/Array of attributes
	Size (bits)
	Description
	Conditions

	O
	R) MAC in-order delivery indicator
	1
	Indicate whether or not the order of delivery in the non-ARQ connection is preserved by the MAC.
0 : not preserved
1 : preserved
For ARQ connections, is shall be always set to ‘1’.
	

































  


