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Table Reformatting and Cleanup on AAI-UL_MultiBS_MIMO-SBP
Taeyoung Kim, Hyunjeong Kang
Samsung Electronics
Introduction

Current MAC control message table in 16m/D8 is not clear from a readability point of view. Therefore alternative table format is suggested in this contribution, and the text changes are proposed for AAI-UL_MultiBS_MIMO-SBP MAC control messages.
Proposed Text
Remedy 1:

In the P802.16m/D8, page 192, line 14, replace Table 722 with the following table:

--------------------------------------------------  Text Start  -----------------------------------------------------------------
Table 722—AAI-UL_MultiBS_MIMO-SBP message format
	Field
	Size (bit)
	Value/Description
	Condition

	for (i=1; i<=Nnbr; i++){
	
	Nnbr is the number of neighboring ABSs
Range: 1-8

Refer to Table 974 for values of following fields.
	

	PMImin
	4 or 6
	PMIs from the rank-1 base codebook respectively generating minimum interference to each of the neighboring ABS
	

	ISL(()
	2
	Interference sensitivity level (ISL) of each of the neighboring ABS
	

	}
	
	
	

	PCR
	2
	PMI combination ratio
	


--------------------------------------------------  Text End  -----------------------------------------------------------------
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