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Table Reformatting and Cleanup on AAI-Multi_BS_SOUNDING-CAL
Taeyoung Kim, Hyunjeong Kang
Samsung Electronics
Introduction

Current MAC control message table in 16m/D8 is not clear from a readability point of view. Therefore alternative table format is suggested in this contribution, and the text changes are proposed for AAI-Multi_BS_SOUNDING-CAL MAC control messages.
Proposed Text
Remedy 1:

In the P802.16m/D8, page 191, line 33, replace Table 721 with the following table:

--------------------------------------------------  Text Start  -----------------------------------------------------------------
Table 721—AAI-Multi_BS_SOUNDING-CAL
	Field
	Size (bit)
	Value/Description
	Condition

	Superframe number
	2
	The superframe number where multiBS sounding calibration is scheduled

If this message is transmitted in i-th superframe, then the sounding signal shall be transmitted in i+Superframe number superframe

0b00: 2

0b01: 4

0b10: 6

0b11: 8
	

	Frame number
	2
	The frame number where multiBS sounding calibration is scheduled to start from
	

	Sounding AAI subframe
	3
	The AAI subframe where multiBS sounding calibration is scheduled to start from
	

	Sounding subband bitmap
	6-24
	FFT size dependent

512 FFT: 6 bit

1024 FFT: 12 bit 

2048 FFT: 24 bit
	

	Decimation offset d
	5
	Unique decimation offset
	


--------------------------------------------------  Text End  -----------------------------------------------------------------
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