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Clarification on AAI-SBC-REQ and AAI-REG-REQ messages (16.2.3.5)
Youngkyo Baek 
Samsung Electronics

I. Backgrounds 
This contribution clarifies the MAC control messages AAI-SBC-REQ regarding a visit NSP ID delivery and  AAI-REG-REQ regarding fast IP allocation feature.

For the visit NSP ID delivery, the position of the attribute ‘visit NSP ID’ is apparently wrong.
For Fast IP allocation feature, a related comment C10031 was accepted in the 09NOV session #70 but some resolutions are wrongly incorporated so that additional cleanup is required as follows. 
The attribute ‘Requested-Host-Configurations IE’ in AAI-REG-REQ is used to request for additional configuration if the AMS wants. So it can not be a mandatory item in AAI-REG-REQ message. Its description is not apparently aligned with ‘Host-Configuration-Capability-Indicator IE’, either.
II. Proposed Text
Remedy #1: Modify line 33 of page 111 (145) as follows:

-------------------------------------------------Text Change Start --------------------------------------------------------------
Table 682—— AAI-SBC-REQ message Field Description
	If (ARS is a sender of AAI-SBC-REQ) {
	
	
	//only available during ARS network entry phase

	Relay mode
	1
	0b0: TTR relay mode

0b1: STR relay mode
	Optional. Present when ARS is a sender of AAI-SBC-REQ

	Visited NSP ID
	24
	NSP ID of the Network Service Provider the MS intends to be the conduit for authentication to the MS home network.
	Present as needed

	if (Relay mode == 0b0){
	
	
	

	ARSTTG
	
	
	

	ARSRTG
	
	
	

	}
	
	
	

	}
	
	
	

	Visited NSP ID
	24
	NSP ID of the Network Service Provider the MS intends to be the conduit for authentication to the MS home network.
	Present as needed

	}
	
	
	


-------------------------------------------------Text Change END ---------------------------------------------------------------
Remedy #2: Modify line 52 of page 120 (154) as follows:

-------------------------------------------------Text Change Start --------------------------------------------------------------
Table 685——AAI-REG-REQ message Field Description
	Field
	Size (bits)
	Value / Description
	Condition

	…
	…
	…
	…

	Host-Configuration-Capability-Indicator IE
	1
	Indicates whether the AMS supports the capability of configuring host using the received parameters through the AAI-REG-RSP message. (One bit indicator)

0b0: not support

0b1: support
	Shall be present

	Requested-Host-Configurations IE
	Variable
	Includes requested host configuration options in DHCP Options format. If included, this IE indicates that the AMS supports host configuration using AAI-REG-RSP message, and Host-Configuration-Capability-Indicator IE shall be omitted.
	Shall be present when additional host configurations are required

	…
	…
	…
	…


-------------------------------------------------Text Change END ---------------------------------------------------------------
















































































































  


