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	1
	142
	Logical Network Reference Architecture
	Michael Williams

	2
	324
	How are IEs useful and how they can be used?
	Subir Das

	3
	339, 345

	Explain clearly IE representation?
	Qiaobing Xie

	4
	348
	Assign IDs for different networks
	Qiaobing/Michael/Yoshi


	5

	352, 360, 378, 380, 403
	Proper representation of IEs. Specify the values of IEs clearly.

	Srini

	6
	361
	Which operator should we expose in IEs? Operator of access networks or operators of core network?

	

	7
	383
	Extensibility of IEs
	Michael

	8
	384, 396, 400
	Extensibility of range, Table-7 and assignment

	Michael

	9
	388
	May need to clarify which IEs are available before/after attaching to the network (boot strapping type functionality)
	

	10
	389
	Media specific request/response (11u and nothing on .16)
	

	11
	391
	Broadcast/Multicast when client does a query
	Vivek

	12
	460
	Schema(XML) vs TLV
	Qiaobing, Yoshi/Subir

	13
	178,185
	NET_SAP
	Ajay, Vivek, Hong-Yon,

	14
	186
	
	Ulisses

	15
	482, 508, 514, 515
	Confirm/Response primitives
	Eunah

	16
	483, 484, 485
	MIH_LINK_SAP mapping. Include LSAP
	Ronny, Qiaobing,

	17
	492, 497, 498
	Event register/deregister needs to be treated as commands
	Qiaobing

	18
	495
	Handover initiate/prepare etc. in scope/out of scope?
	Vivek, Qiaobing, Subir, Srini

	19
	496
	Network Address Information
	Ronny, Qiaobing

	20
	500
	Provide updated MIH_NMS_SAP definition
	Ronny

	21
	502
	IDs for different commands/events.
	Kalyan

	22
	511
	What radio parameters to include: SINR, SNR, etc.?
	

	23
	516, 526, 532
	Instead of MAC Address use something like PoA Identifier for different links.

	Kalyan

	24
	518, 525, 520
	Fix Type (Attribute) of different parameters in primitives in section 7
	Qiaobing, Nada

	24
	521, 531, 534
	MIH Function invokes link layer primitives to make updates/changes
	

	25
	524
	Use space for vendor specific codes (for other failures)
	

	26
	527, 533
	Discuss Link Identifier with IETF and come back with unified definition.

	Michael Williams

	27
	535
	Reason codes for link going down
	Ronny, Yuan Liu

	28
	680
	Transport: fragmentation issues for L2 over control plane etc.
	

	29
	686, 704
	Figure 24: Remove link to hardware interface and update figure w.r.t MIHF relation to IP/TCP etc.
	Figure removed.

	30
	687,688,693
	Enhance L2 transport section 8.2
	

	31
	695
	Remote registration 8.3
	Ronny, Srini, Qiaobing

	32
	708
	Congestion, timer for MIH protocol
	Eleanor

	33
	713
	Combining ack for request with service response
	Wolfgang

	34
	715, 716
	0-or-1 protocol behavior ch 8.3
	, Srini, Qiaobing

	35
	719
	Define MIHF, Session and Transaction IDs
	Wolfgang

	
	
	
	

	
	
	
	


