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D2.3 Comment #332

“All equipment
subject to this 
clause shall…”



• Title: “Audio/video, information and communication technology equipment –
Part 1: Safety requirements”

o Current Version: Edition 2.0(1)

o Publication Date: Feb. 26, 2014(1)

o Next Version: Edition 3.0(1)

o Forecasted Publication Date: July 31, 2018(1)

Ø Anticipated Implementation Date: June 20, 2019(2)(3)

v Best guess? For which countries? Complete cessation of IEC 60950-1?

IEC 62368-1 Overview

(1) IEC Webstore, IEC 62368-1:2014, Additional information, https://webstore.iec.ch/publication/6932
(2) TÜV Rheinland, What You Need to Know about IEC 62368-1, http://apac.tuv.com/blog/what-you-need-to-know-about-iec62368-1
(3) UL, IEC 62368-1 based Standards Updates, http://industries.ul.com/blog/iec-62368-1-based-standards-updates



• IEC 60950-1 and IEC 62368-1 have some common requirements, but they 
are not identical in every regard

IEC 62368-1 Transition



IEC 62368-1 Transition (cont.)

Application 
to the overall 
piece of 
equipment 
more murky

July 31, 
2018, this 
allowance will 
cease to exist



IEC 62368-1 Transition (cont.)



Change:

“All equipment subject to this clause shall conform to IEC 60950-1. In particular, the 
PSE shall be classified as a Limited Power Source in accordance with IEC 60950-1.”

To:

“All equipment subject to this clause shall conform to IEC 60950-1 or IEC 62368-1. In 
particular, the PSE shall be classified as a Limited Power Source in accordance with 
IEC 60950-1 or IEC 62368-1 Annex Q.”

D2.4 Proposed Remedy (Comment #239)



Additional D2.4 Comments 
Seeking Consistency & Correctness



Change:

“Accessible external conductors are specified in subclause 6.2.1 b) of IEC 
60950-1 and IEC 62368-1.”

To:

“Accessible external conductors are specified in subclause 6.2.1 b) of IEC 
60950-1 and subclause 5.4.10.1 b) of IEC 62368-1.”

D2.4 Proposed Remedy (Comment #240)



Change:

“This electrical isolation shall withstand at least one of the following electrical strength tests:

a) 1500 V rms at 50 Hz to 60 Hz for 60 s, applied as specified in subclause 5.2.2 of IEC 60950-1 and IEC 62368-1.”

To:

“This electrical isolation shall withstand at least one of the following electrical strength tests:

a) 1500 V rms at 50 Hz to 60 Hz for 60 s, applied as specified in subclause 5.2.2 of IEC 60950-1 or subclause 5.4.9 
of IEC 62368-1.”

D2.4 Proposed Remedy (Comment #241)



Change:

“This electrical isolation shall withstand at least one of the following electrical strength tests:

b) 2250 V dc for 60 s, applied as specified in subclause 5.2.2 of IEC 60950-1 and IEC 62368-1.”

To:

“This electrical isolation shall withstand at least one of the following electrical strength tests:

b) 2250 V dc for 60 s, applied as specified in subclause 5.2.2 of IEC 60950-1 or subclause 5.4.9 of IEC 62368-1.”

D2.4 Proposed Remedy (Comment #242)



Change:

“This electrical isolation shall withstand at least one of the following electrical strength tests:

c) An impulse test consisting of a 1500 V, 10/700 µs waveform, applied 10 times, with a 60 s interval between pulses. The shape of the 
impulses shall be 10/700 µs (10 µs virtual front time, 700 µs virtual time of half value), as defined in IEC 60950-1 and IEC 62368-1 Annex N.”

To:

“This electrical isolation shall withstand at least one of the following electrical strength tests:

c) An impulse test consisting of a 1500 V, 10/700 µs waveform, applied 10 times, with a 60 s interval between pulses. The shape of the 
impulses shall be 10/700 µs (10 µs virtual front time, 700 µs virtual time of half value), as defined in IEC 60950-1 Annex N or subclause
5.4.10 of IEC 62368-1.”

D2.4 Proposed Remedy (Comment #243)



Change:

“There shall be no insulation breakdown, as defined in subclause 5.2.2 of IEC 
60950-1 and IEC 62368-1, during the test.”

To:

“There shall be no insulation breakdown, as defined in subclause 5.2.2 of IEC 
60950-1 or subclause 5.4.9 of IEC 62368-1, during the test.”

D2.4 Proposed Remedy (Comment #244)



Change:

“Guidance on these requirements may be found in Section 6 of IEC 60950-1 and IEC 62368-1, as 
well as any local and national codes related to safety.”

To:

“Guidance on these requirements may be found in Clause 6 of IEC 60950-1 and throughout IEC 
62368-1, as well as any local and national codes related to safety.”

D2.4 Proposed Remedy (Comment #245)



Change:

“Conforms to IEC 60950-1”

To:

“Conforms to IEC 60950-1 or IEC 62368-1”

D2.4 Proposed Remedy (Comment #246)



Change:

“Limited Power Source in accordance with IEC 60950-1”

To:

“Limited Power Source in accordance with IEC 60950-1 or IEC 62368-1 Annex Q”

D2.4 Proposed Remedy (Comment #247)



• Once IEC 62368-1 supersedes IEC 60950-1, 
remove all references to IEC 60950-1 within 
Clause 145

Future (~Q3CY19) Maintenance Request




