Comment (#42 Page 132 Line 16):

Editor to scan all state machines (PSE, PD, DLL) and whenever we have
"variable<operator>X" e.g. "pd_class_sig=4" add parenthesis e.g.
"(pd_class_sig=4)".

Suggested Remedy:

Follow the rule in the comment in the following locations:

# | Figure Page | Line | From State To state Change to

1 145-13 | 132 16 CLASS_EV1_LCE MARK_EV1 tlce_timer_done * (pd_class_sig = 4) * (pse_avail_pwr 2
4)

2 145-13 | 132 21 CLASS_EV1_LCE CLASS_EV1_AUTO | fclassacs_timer_done * Itice_timer_done
*autoclass_enabled * (pd_class_sig # 0)

3 145-13 | 132 20 CLASS_EV1_LCE MARK_EV_LAST tice_timer_done * ((pd_class_sig # 4)
+(pse_avail_pwr < 4))

4 145-13 | 132 24 CLASS_EV1_AUTO MARK_EV1 tice_timer_done * (pd_class_sig = 4)
*(pse_avail_pwr > 4)

5 145-13 | 132 34 CLASS_EV2 MARK_EV2 tcle2_timer_done * (pd_class_sig = 4)

6 145-13 | 132 46 CLASS_EV3 MARK_EV_LAST tcle3_timer_done * ((pse_alternative # both)
+(pd_class_sig = 4) +(pse_avail_pwr = 4) +
(pd_class _sig > 0) * (pse_avail_pwr = 5))

7 145-13 | 133 10 CLASS_EV4 MARK_EV_LAST tcle3_timer_done *(pd_class_sig = temp_var) *
((pd_req_pwr < 6) +(pse_avail_pwr < pd_req_pwr))

8 145-13 | 133 12 CLASS_EV4 MARK_EV4 tcle3_timer_done *(pd_req_pwr > 6)
*(pse_avail_pwr = pd_req_pwr) *(pd_class_sig =
temp_var)

9 145-13 | 133 22 CLASS_EVS5 MARK_EV_LAST tcle3_timer_done *(pd_class_sig = temp_var)
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